ENGINEERING MATERIAL SPECIFICATION

Material Name

Specification Number

OIL, ENGINE - API SG, SG/CD or SG/CE ESE-M2C153-E
SERVICE FILL
1. SCOPE

This material specification defines the minimum acceptable performance
requirements established by Ford Motor Company which meet or exceed the
requirements of API category SG, SG/CD or SG/CE.

2.  APPLICATION

This specification was released originally for service fill engine oils
meeting 1989 Model Vehicle Warranty Requirements. These materials are
used for lubrication of spark ignition engines using gasolines and for
naturally aspirated compression ignition engines using diesel fuels.

3. REQUIREMENTS

3.1

3.2

PERFORMANCE

Shall meet all the requirements of API service categories SG, SG/CD
or SG/CE as defined in SAE Standard J 183 (latest revision),
"Engine 0il Performance and Engine Service Classification", or in
ASTM D 4485, "Standard Performance Specification for Automotive
Engine Oils".

All required engine tests shall be conducted in accordance with the
most recently approved procedures as described in ASTM Special
Technical Publications 315, 509 and applicable ASTM Research
Reports and Information Letters. All tests under surveillance by
ASTM must be conducted using test equipment monitored by and
calibrated to the requirements of the ASTM Test Monitoring Center.

VISCOSITY GRADE
Shall meet all the requirements of the applicable SAE viscosity

grade as defined in SAE Standard J 300 (latest revision), "Engine
Oil Viscosity Classification".
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3.3 PHYSICAL/CHEMICAL PROPERTIES

3.3.1

3.3.2

3.3.3

3.3.4
3.3.5

3.3.6
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Viscosity at Temperature, max
(FLTM BJ 127-1, Scanning Brookfield)

SAE OW-XX 30 Pa-s at -35°C
SAE 5W-XX 30 Pa-s at -30°C
SAE 10W-XX 30 Pa-s at -25°C
SAE 15W-XX 30 Pa-s at -20°C
SAE 20W-XX 30 Pa-s at -15°C

Viscosity at 150°C and 106 s-1, min
(ASTM D 4683 or CEC L-36T-84)

Shall meet either "New 0il"™ or "Sheared 0il" requirements
as follows:

New 0il Sheared 0il*
SAE 0W-30, 5W-30 or 10W-30 2.9 mPa-s 2.6 mPa-s
SAE 15W-40 3.5 mPa-s 3.2 mPa-s

*Perform after shearing oil according to ASTM D 3945 or
after 30 cycles of CEC L-14A-78.

Volatility, max
(DIN 51581 or ASTM D 2887)

Shall meet either "Evaporative Loss" or "Distillation by
Gas Chromatography” requirements as follows:

Evap. Loss Dist. by G.C.
DIN 51581 ASTM D 2887
1 h at 250°C Dist, at 371°C

SAE 5W-30 25 % 20 %
SAE 10W-30 20 s 20 %
SAE 15W-40 15 % 15 ¢
Flash Point, min 180°C

(ASTM D 93 or ISO 2719)

Copper Corrosion, max 1b (Dark Orange)
(ASTM D 130 or ISO 2160, 3 h at 100°C)

Filterability
(FLTM BJ 124-1 or equivalent)
Flow rate decrease, max 50 s
Page 2 of 3

B 50091t0 000L7Lb TO& WM

Documents

Document Sharing Hub


http://www.avadocuments.com/doc/ford-ese-m2c153-e-1988
http://www.avadocuments.com/doc/ford-ese-m2c153-e-1988

