&ZZ2D Endgineering Material Specification

Material Name

FLUOROELASTOMER, OIL SEAL

1. SCOPE

Specification Number

ESE-M2D338-A1
ESE-M2D338-A2

The material defined by this specification is a high abrasion, heat and oil

resistant fluoroelastomer.

2. APPLICATION

This specification was released originally for material used for the power

steering gear pinion shaft seal and rotating shaft oil seal where long seal
life and resistance to the new SF oils is required.

3. REQUIREMENTS

3.1  SLAB STOCK SPECIMENS

All tests are to be carried out on slab samples (ASTM D 3182) 1.9 *
0.1 mm thieck, manufactured from the same material and under
equivalent cure conditions as for production parts.

Al A2
d.1.1 Original Properties
Specific Gravity 1.91-2.,01 1.83-2.02
(ASTM D 792)
Hardness, Durometer A 80 £ 5 75+ 5
(ASTM D 2240)
Tensile Strength, MPa, min 9.5 9.0
(ASTM D 412, Die C)
Elongation, % min 180 200
(ASTM D 412, Die C)
100% Modulus, MPa, min 4.3 3.4
(ASTM D 412, Die C)
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Al A2
Tear Strength, kN/m, min 26 25
(ASTM D 624, Die B)
Compression Set, ¥ max 22 22

(ASTM D 395, Method B,
70 h at 150 £ 1 oC

3.1.2 Immersion in ASTM Oil #1
(ASTM D 471, 168 h at 150 + 1 °C,
Aluminum Block)
Hardness Change -3 to 45 =3 to +5
Tensile Strength Change, % ~10 to +15 =10 to +18
Elongation Change, % -15 to +10 -15 to +10

o
180 Bend Test No cracks
(Bent completely flat against itself)

Volume Change, % -3 to 45 -3 to +7

3.1.3 Immersion in ASTM Oil #3
(ASTM D 471, 168 h at 150 £ 1 ©C,
Aluminum Bloek)

Hardness Change -8 to 0 5
Tensile Strength Change, % -10 to +8 -12 to +13
Elongation Change, % ~14 to +12 -18 to +12
180o Bend Test No cracks

(Bent completely flat against itself)
Volume Change, % 0 to +8 0 to +10
3.1.4 Heat Aged

(ASTM D 865, 168 h at 225 + 1 °C,
Aluminum Block)

Hardness Change, mex +8 +10

Tensile Strength Change, -10 to +10 +30

% max

Elongation Change, % max -15 =35

_ 100% Modulus Change, % max +25 +30
()

180 Bend Test No cracks

(Bent completely flat against itself)
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