ENGINEERING MATERIAL SPECIFICATION

Material Name

Specification Number

SILICONE RUBBER, HIGH TEMPERATURE - ESE-M2D347-A
LONG LIFE GASKET
SILICONE RUBBER, HIGH TEMPERATURE - ESE-M2D347-A3

LOW VOLATILE - LONG LIFE GASKET

1. SCOPE

The material defined by this specification is a low modulus, high
elongation silicone rubber with excellent tear resistance and compression
set, suitable for long-term, high temperature service conditions.

2. APPLICATION

]
ESE-M2D347-A This specification was released originally for material
used as the best in class gasket for rocker arm cover and
oil pan.

ESE-M2D347-A3 This specification was released originally for low volatile
silicone material used as the best in class gasket for
rocker arm cover and oil pan. Low volatile silicone
material must be used if contamination of emission
components with silica is of concern.

3.  REQUIREMENTS
3.1  CONSTRUCTION

The gasket shall consist of silicone rubber with metal compression
limiters molded in place as designated by the part print.

3.2  METAL COMPRESSION LIMITERS MP1F FCO208-R

Sintered Copper
Steel

3.3 SLABS OR PARTS SPECIMENS

Test specimens can be taken from either slabs or molded parts. To
insure a proper cutting of specimens, backup all specimens with
cardboard or a rubber slab.

The ASTM slabs must be cured for 10 minutes at 177 C. Part
specimens must be cut as follows: Tensile per ASTM D 412, Die C,
full thickness. If the length between the compression limiters is
not long enough to accommodate a Die C, use a die exactly one-half
the dimensions of the Die C. Tear per ASTM D 624, full thickness.
Volume Change - 25.4 mm x part width x part thickness. Compression
Set - 25.4 mm long x part width x single thickness minus any skirt.
Do not buff any sample including those with a bead, except for
Compression Set.
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Original Properties

Hardness, Durometer A
(ASTM D 2240)

Tensile Strength, min
(ASTM D 412)

Elongation, min
(ASTM D 412)

Modulus at 100 % Elongation
(ASTM D 412)

Tear Strength, min
(ASTM D 624, Die B)

Compression Set, max
(ASTM D 395, Method B, 22 h,
175 +/- 2 C)

Heat Aged
(ASTM D 573, 168 h at 175 +/- 2 C)

Hardness Change, max

Tensile Strength Change, max
Elongation Change, max

Immersion in ASTM No. 1 0il
(ASTM D 471, 168 h, at 150 +/- 2 C)

Hardness Change, max
Tensile Strength Change, max
Elongation Change, max
Volume Change

Immersion in ASTM No. 3 0il
(ASTM D 471, 168 h at 150 +/- 2 C)

Hardness Change, max
Tensile Strength Change, max
Elongation Change, max

Volume Change, max
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40 - 50

6.5 MPa

750 %

700 - 1290 kPa

27 kN/m
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0 to +10 &

-22
-70 %
-65 %

+65 %

Page__2 of &

Documents

Document Sharing Hub


http://www.avadocuments.com/doc/ford-ese-m2d347-a-1987
http://www.avadocuments.com/doc/ford-ese-m2d347-a-1987

