@ Engineering Material Specification

Material Name Specification Number
PAINT QUALITY, RADIATORS ESE-M2P11-A
1. SCOPE

This specification defines the quality of paint finish required for radiators.

2. APPLICATION

This specification was released originally for a paint specified where minimum coverage is
required, e.g., radiators.

3. REQUIREMENTS

)

3.1 PAINT TYPE Air dry

3.2 CLEANING
All surfaces to be painted shall be free from oil, grease, rust and other foreign
material.

3.3 APPEARANCE
Parts shall match initial sample previously submitted and approved by Divisional
Quality Control for color and uniformity, adequate gloss, smoothness, and absence of
dirt, pits, and scratches.

3.4 INITIAL HARDNESS
Must be sufficiently cured at time of packing to withstand normal handling and
shipping without excessive marring.

3.5 ADHESION No flaking or chipping.
It shall withstand baking for 2 h at 120°C and for 1 h at 204°C without getting
brittle or without loss of adhesion.

3.6 COVERAGE For appearance only.

3.7 SUPPLIER'S RESPONSIBILITY
Material supplied to this specification must be equivalent to that originally
approved. Changes in formulation or processing shall not be made without prior
approval as described in Supplier Procedure I-A.
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4. APPROVAL OF SUPPLIERS

Suppliers to this specification must be approved by the affected product engineering office.
Procedure for gaining approval of a specific material to a new/existing ES-M specification is
contained in Supplier Procedure I-FA. Approved new suppliers will be added to the
Engineering Materials Approved Source List.

5. GENERAL INFORMATION
. This information is for direction of the user and is not a requirement for the supplier.

5.1 APPLICABLE PROCESS As specified by Manufacturing En-
gineering.
5.2 COLOR COAT ESE~-M1J51-A
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