&Z2D Engineering Material Specification

Material Name Specification Number

ALKYD MOLDING COMPOUND, GLASS FILLED - HIGH HEAT ESE-M3D124-A
AND HIGH IMPACT RESISTANT

1. SCOPE

The material defined by this specification is a glass reinforced, alkyd (polyester) molding
compound. The material is especially formulated for high heat and high impact applications.

2. APPLICATIONS

This specification was released originally for material used in the manufacture of distributor
caps.

3. REQUIREMENTS
3.1  MOLDED PROPERTIES
Test specimens to be run for certification as established by Quality Control. The
intervals established by Quality Control to confirm that the values are
representative and for initial approval.

3.1.1 Specific Gravity
(ASTM D 792)

Tolerance of + 0.02 for each supplier based on original sample as approved
by Materials Engineering.

3.1.2 Color Blue or as specified on engi-
neering drawing.
3.13 Deflection Temperature, min 260°C
(ASTM D 648, 264 psi (1820 kPa))
3.1.4 Dielectric Strength, min
(ASTM D 149)
Short Time 350 V/mil (13.8 kV/mm)
Step by Step 300 V/mil (11.8 kV/mm)
3.1.5 Impact Strength, Izod, min 3.0 ft 1b/in (160 J/m)

(ASTM D 256, notched, 1/2 in (12.7 mm) sample width x 1/2 in (12.7 mm)
sample thickness)

3.1.6 Water Absorption, max 0.20%
(ASTM D 570)
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3.1.7 Arc Resistance, min 180 s
(ASTM D 495)

3.2 RAW MATERIAL

It is the responsibility of the molder of parts using this material, to control the
necessary properties needed for his molding process in order to assure acceptable

parts.
3.3 MOLDED PARTS

Specifie requirements, when required, shall be specified on the engineering drawings.
Parts must meet the design intent as called for in the engineering specification for
said parts.

3.4 INFRARED - THERMAL ANALYSIS

Ford Motor Company, at its option, may conduct infrared and/or thermal analysis of
material/parts supplied to this specification. The curves established for initial
approval shall constitute the reference standard and shall be kept on file at Central
Laboratory. All samples shall produce curves that correspond to the reference

standard when tested under the same conditions as those specified on the master
curve.

3.5 SUPPLIER'S RESPONSIBILITY

Material supplied to this specification must be equivalent to that originally
approved. Changes in formulation or processing shall not be made without prior
approval as deseribed in Supplier Procedure I-A.

4. APPROVAL OF SUPPLIERS

Suppliers to this specification must be approved by the affected product engineering office.
Procedure for gaining approval of a specific material to a new/existing ES-M specification is
contained in Supplier Procedure I-A. Approved new suppliers will be added to the
Engineering Materials Approved Source List.

5. GENERAL INFORMATION
This data is for information only and is not a requirement.

5.1 FLEXURAL STRENGTH 16 000 psi (110 MPa)
(ASTM D 790)

5.2 TENSILE STRENGTH 5800 psi (40 MPa)
(ASTM D 651)

5.3 COMPRESSIVE STRENGTH 21 000 psi (145 MPa)
(ASTM D 695)

Page _2 ot _2
En
Sume 77 3948-b

307 373 WA
W 5009160 0003BUC 37 Documents

Copyright by the Ford Motor Company

Wed Aug 31 22:54:23 2016
Full document details: FORD ESE-M3D124-A 1978


http://www.avadocuments.com/doc/ford-ese-m3d124-a-1978
http://www.avadocuments.com/doc/ford-ese-m3d124-a-1978

