Engineering Material Specification

Material Name Specification Number

NICKEL, CHROMIUM AND MANGANESE ELECTRODE ESE-M6A102-A INACTIVE
ALLOY ESE-M6A102-A2

1. SCOPE

The materiels defined by these specifications are nickel, chromium and
manganese alloys.

2. APPLICATION

These specifications were released originally for material used for the
electrodes in spark plugs.

3. REQUIREMENTS

3.1 CHEMICAL COMPOCSITION A A2
Nickel (+ Cobalt) 94.5 min 94.5 min
Chromium - 1.65 - 1.90 1.65 - 1.90
Silicon 0.35 - 0.35 0.30 - 0.60
Manganese 1.80 - 2.10 1.80 - 2.10
Titanium 0.20 - 0.40 -
Zirconium 0.10 -~ 0.20 0.10 - 0.20
Columbium - 0.20 - 0.40
Carbon 0.05 max 0.05 max
Iron 0.50 mex 0.50 max
Other impurities 0.25 max 0.50 max

3.2 ELONGATION %, min, A2 ONLY
(ASTM E 8, 254 mm)

3.2.1 Rectangular Material - 30

3.3 GRAIN SIZE

(ASTM E 112) 6.9 = 7.5 7-9

3.4  SUPPLIER'S RESPONSIBILITY

All materials supplied to this specification must be equivalent in all
characteristics to the material upon which approval was originally

granted.
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Prior to making any change in the properties, composition, econstruction,
color, processing or labelling of the material originally approved under
this specification, whether or not such changes affect the material's
ability to meet the specification requirements, the Supplier shall notify
Purchasing, Toxicology and the affected Materials Engineering activity
of the proposed changes and obtain the written approval of the
Meterials Engineering activity. Test data, test samples and a new code
identification are to be submitted with the request.

Substance restrictions imposed by law, regulations or Ford, apply to the
materials addressed by this document. The restrictions are defined in
Engineering Material Specification WSS-M99P9999-Al, unless & different
suffix (e.g., A2 or A3) is specified on the engineering document for the
application. '

4. APPROVAL OF MATERIALS

Materials defined by this specification must have prior epproval by the
responsible Materials Engineering activity. - Suppliers desiring approval of
their materials shall first obtain an expression of interest from the affected
Purchasing, Design and Materials Engineering activity. Upon request, the
Supplier shall submit to the affected Materials Engineering activity its own
laboratory report to the specification (test results, not nominal values), the
material designation and code number, and test specimens for Ford evaluation.
Upon approval, the material will be added to the Engineering Material
Approved Source List.
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