@. ENGINEERING MATERTAL SPECIFICATION

Haterial Name Specification mamber

GASKET, STEEL CORE - COMPRESSED ESE-M8G168-A
NONASBESTOS SHEET

1. SCOPE

The material defined by this specification consists of a nonasbestos
sheet with a synthetic rubber binder secured equally on both sides of a
low carbon steel core. The assembly is coated with a barrier,
anticorrosive and antistick coatings.

2.  APPLICATION

This specification was released originally for material used for the
cylinder heads, exhaust manifolds and carburetor to intake manifold
gasket where a material with high compressive strength at high
temperatures is required.

3. REQUIREMENTS
3.1 CONSTRUCTION

Consists of a low carbon steel core with a sheet consisting of syn-
thetic elastomeric binders and nonasbestos reinforcing compounds
bonded or clinched to each side of the steel core. The assembly is
covered with a barrier-anticorrosive - sealing antistick coat or
coatings.

3.1.1 Steel Core

Low carbon steel, thickness as specified on engineering
drawing.

3.1.2 Nonasbestos Sheet and Synthetic Rubber Binder

The nonasbestos sheet shall be plied uniformly and bonded
or clinched to each side of the steel core to meet
requirpgments of the application at the thickness specified
on the engineering drawing.

3.1.3 Coatings

The asszenbly shall be coated with heat stable noncarbon-
izing, oil, coolant, and gasoline resistant film to meet
all the requirements of the application. The coatings are
applied to the gasket surfaces and shall not be removable
as a continuous film,
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FINISHED GASKET

All tests shall be conducted in accordance with ASIM F 104,
type 6 materials, unless otherwise specified.

Impersion in Liquids
Distilled Water 22 h at boiling

Perzmanent Antifreeze 48 h at boiling
(ESE-M97B44-A and Water - 50/50)

After immersion in above fluids, as specified, the
nonasbestos sheet shall be firm and must not separate from
the steel core.

Original Properties

Compressibility 8§ - 18
(ASTM F 36, 34.5 MPa load)

Recovery, min 45 %

Immersion in ASTM No. 1 0{1
(ASTM F 146, S h at 149 c)

Compressibility : 6 - 17 %
Recovery, min 40 %
Thickness Change, max +5 3
Weight Change, max +14 %

Immersion in ASTM No. 3 01l
(ASTM F 146, 5 h at 149 C)

Compressibility 9 -18 &
Recovery, min 45 L 3
Thickness Change, max +10 &
Weight Change, max +15 8

Immersion in ASTM Fuel B
(ASTM F 146, 5 h at 23 +/- 2 C)

Compressibility 12 - 24 &
Recovery, min 50 %
Thickness Change, max 15 3
Weight Change, max 11 &
Page 2 of 4
BN 500491L0 0010972 084 M Documents

Document Sharing Hub

Full document details: FORD ESE-M8G168-A 1990


http://www.avadocuments.com/doc/ford-ese-m8g168-a-1990
http://www.avadocuments.com/doc/ford-ese-m8g168-a-1990

