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ENGINEERING MATERIAL SPECIFICATION

Material Name Specification Number
LABEL, POLYESTER - COMPUTER PRINTABLE - ESE-M99J305-A

PRESSURE SENSITIVE ESE-M99J305-A2
1. SCOPE

The material defined by this specification is a polyester film which accepts various printed images
from computer terminals, laser printers, typewriters, ball point pens, pencils and grease pens.
The polyester film is laminated with a pressure sensitive adhesive which is protected by a suitable
release liner.

2. APPLICATION
ESE-MQ9J305-A: This specification was released originally for a label system on which the
engine build calibration and engine build date are printed on site by a computer terminal and
applied on flat painted surfaces.
ESE-MQ9J305-A2: This specification was released originally for a label system on which the
engine build calibration and engine build date are printed on site by a computer terminal and

applied on surfaces where high holding strength is needed such as textured painted metal or
plastic.

3. REQUIREMENTS
Material specification requirements are to be used for initial qualification of materials.
3.1 QUALITY SYSTEM REQUIREMENTS
Material suppliers and part producers must conform to the Company's Quality System
Requirements.
3.2 CONDITIONING AND TEST CONDITIONS
All test values indicated herein are based on material conditioned in a controlled

atmosphere of 23 +/- 2 °C and 50 +/- 5 % relative humidity for not less than 24 h prior to
testing and tested under the same conditions unless otherwise specified.
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ENGINEERING MATERIAL SPECIFICATION ESE-M99J305-A/A2

3.3 APPEARANCE
The labels shall be free on streaks, blisters, wrinkles, ragged edges, smeared printing and
any other surface imperfections which will make them unsuitable for the intended usage.
The design and color shall be as specified on the engineering drawing.

3.4 PREPARATION OF TEST SPECIMENS
The labels shall be test on actual or on laboratory panels which are representative of the
parts with respect to substrate, coating and all other process operations (refer to para 5.1
for approved substrates). The label must be tested with the printed images affixed by the
on-site printing equipment.

35 ADHESION - 90° to Plane, min 0.33 N/mm width
(ASTM D 1000)

3.6 ENVIRONMENTAL TESTING OF PANEL ASSEMBLY

Test shall be completed in 1 - 4 h after removal from the conditioning environment.

After each of the environmental exposures, the label must not show evidence of

delamination, loss of printing, loss of adhesion or any other effect which would detract

from its proper function or appearance.

3.6.1 ASTM Fuel "B" for 1 h at 23 +/- 2 °C.
Adhesion - 90° to Plane, min 0.33 N/mm width

3.6.2 ASTM Oil #3 for 2 h at 102 +/- 3 °C.
Adhesion - 90° to Plane, min 0.330 N/mm width

3.6.3 50 - 50 solution of ESE-M97B18-C ethylene glycol and water plus 1% of
ESE-M7C32-A soluble oil. Pour 1000 mL of boiling solution on a panel 85° to
normal plane.
Adhesion - 90° to Plane, min 0.330 N/mm width

3.6.4 Using a 50 mm X 100 mm decal sample, direct a steam jet with the equipment
described in FLTM BI 7-5 to the 50 mm edge of the sample at a distance of

200 mm from the decal's edge for one min at a right angle to the surface. Failure
occurs if more than 50% of the decal is lifted off.
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