Engineering Material Specification

Material Name Specification Number

CABLg, LOW TENSION - VINYL INSULATED ESP-M1L58-A
(105°C) - BARE

CABLE, LOW TENSION - VINYL INSULATED ESF-M1L59-A

(105°C) - TINNED
1. SCOPE

The materials defined by these specifications are stranded vinyl covered low
tension cables. The vinyl covering shall be 105°C classification.

2. APPLICATION

These specifications were released originally for materials used for
automotive electrical harnesses.

3. REQUIREMENTS
3.1 WIRE SIZE

Shall be specified on the engineering drawing and/or release according
to the SAE wire size numbers appearing in Table 1.

Example: #16 gage ESF-M1L58-A.
3.2 COLOR

The color of the vinyl cover shall be specified on the engineering
drawing and/or release by a numerical suffix following the letter suffix
of the materials desired. The numerical color coding suffixes shall
correspond to the following:

0 - Black 5 - Green

1 - Brown 6 - Blue

2 - Red 7 - violet

'3 - Orange 8 - Gray

4 - Yellow 9 - White or natural

Example: #16 gage ESF-M1L58-Al shall designate a stranded 16 gage,
brown vinyl covered, soft or annealed bare copper conductor,
corresponding to the requirements of this specification.

The first color coding numerical suffix shall be the base or body color
of the finished cable and the second number shall designate the tracer
or other auxiliary marking.
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3.3 CABLE QUALITY

Shall meet all of the requirements listed herein and must be equal to
the original approved purchase sample.

ESF-M1L58-A similar to M-1L17-C
ESF-M1L59-A similar to M-1L17-D

3.4 WIRE QUALITY

The strands of the conduetors prior to stranding shall consist of the
following grades of wire:

ESF-M1L58-A: ESF-M2L1-A, soft or annealed bare copper wire
ESF-M1L59-A: ESF-M2L3-A, soft or annealed tinned copper wire

3.5 CABLE CONSTRUCTION See Tables I & II

The cross sectional area of stranded conductors shail not be less than
98% of the values specified in Table I.

3.6 INSULATION QUALITY

The insulating material shall be a good grade vinyl chloride copolymer
which will pass the following test requirements:

The material shall adhere closely to, but strip readily from the
conductors, leaving them reasonably clean and in suitable condition for
soldering.

Insulation thickness shall be in aeccordance with Table II for the
various wire sizes and shall be determined by measuring the diameter
over the insulation, then removing the insulation and measuring the
diameter of the conductor. Half of the difference of the two
measurements shall be considered as the wall thickness.

3.6.1 Mechanical Properties

A test specimen of the thermoplastic insulation prepared as in
the SAE J200 section on sampling shall be used. The dumbbell
cut sample shall have marks placed upon it 50 mm apart. The
sample shall then be stretched at the rate of 305 mm/min.
The tensile strength shall be calculated upon the original
cross section of the test specimen before stretching. Testing
shall be conducted at 23 + 2°C. Care should be exercised in
cutting samples to obtain uniform cross section. the properties
shall be as follows:

Tensile Strength, min 15.9 MPa
Elongation, min 125%
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