@ Engineering Material Specification

Material Name Specification Number
OLL, INHIBITED (600) - HYDRAULIC AND LUBRICATING ESF-M2C70-A
1. SCOPE

The material defined by this specification is a refined mineral oil compounded with suitable
additives to improve its resistance to oxidation and its rust preventive characteristies.

2. APPLICATION

This specification was released originally for oil used as a special purpose hydraulie oil in
tight hydraulie systems and as aospecial purpose lubricant in reeirculating systems operating
in a temperature range over 54 C with minimum water contamination and where gumming
and oxidation must be kept to a minimum. It should not be used in systems equipped with
diatomaceous earth type filters.

3. REQUIREMENTS

3.1 VISCOSITY AT 40°C 135 - 165 oSt (mmZ/s)
(ASTM D 445)

3.2 VISCOSITY INDEX, min 85
(ASTM D 2270)

3.3 FLASH POINT, min 205°C
(ASTM D 92)

3.4 FIRE POINT, min 233°C
(ASTM D 92)

3.5 POUR POINT, max -10°C
(ASTM D 97) '

3.6 COPPER STRIP CORROSION Pass
(ASTM D 130 at 100°C)

3.7 RUST PREVENTIVE CHARACTERISTICS No rust
(ASTM D 665)
3.7.1 Distilled Water, min 24 h
3.7.2 Synthetic Sea Water, min 24 h

3.8 OXIDATION STABILITY 750 h

(ASTM D 943, min time before oil reaches acid #2.0)
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3.9 RESISTANCE TO FOAMING No foam
(ASTM D 892)

3.10 CONTAMINATION

The material shall be free from acid, alkali, moisture, tarry or suspended matter,
thickeners, or other foreign matter. It must also be free from objectionable odors.

3.11 SUPPLIER'S RESPONSIBILITY

Material supplied to this specification must be equivalent to that originally
approved. Changes in formulation or processing shall not be made without prior
approval as described in Supplier Procedure I-A.

4. APPROVAL OF SUPPLIERS

Suppliers to this specification must be approved by the affected product engineering office.
Procedure for gaining approval of a specific material to a new/existing ES-M specifiecation is
contained in Supplier Procedure I-A. Approved new suppliers will be added to the
Engineering Materials Approved Source List.
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