&ZZ2D Engineering Material Specification

Material Name Specification Number

ALKYD MOLDING COMPOUND, GLASS FIBER ESF-M3DS6-A
REINFORCED

1. SCOPE

The material defined by this specification is a glass reinforced thermosetting
alkyd resin molding compound. This material is highly filled with carbonates
and clays.

2. APPLICATION

This specification was released originally for material used for molding
alternator diode plate insulators.

3. REQUIREMENTS
3.1 MOLDED PROPERTIES

3.1.1 Specifiec Gravity, min 1.75
(ASTM D 792)

3.1.2 Flexural Strength, min 103 MPa
(ASTM D 790, 12.7 x 12.7 x 127 mm
specimen)

3.1.3 Impact Strength, Izod, min 80 J/m

(ASTM D 256, Method A, 12.7 x
12.7 x 127 mm specimen)

3.1.4  Heat Deflection Temperature, min 204°C
(ASTM D 648, 1.82 MPa, 12.7 mm
specimen width)

313 Water Absorption, max 0.35%
(ASTM D 570)

3.1.6 Dielectric Strength, min
(ASTM D 149, 3.2 mm thick specimen)

Short Time 11.8 kV/mm
Step by Step 10.8 kV/mm
3.1.7 Arc Resistance, min 180 s
(ASTM D 495)
Date Release No. Release/Revision

1466 91 28\ cryr-RDIII2-34) 3.1.1 was 1.90, Revised & Retyped %gg
1978 06 12 |CF4H-RD567168-21 Metricated & Retyped
(1963 06 21 [F6-1068 Released
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3.2 ADDITIONAL REQUIREMENTS

Specific requirements for physical properties of molded parts shall be
specified on the engineering drawing and/or engineering part
specification. All ecritical areas with respect to these properties shall
be clearly designated on the engineering drawing.

3.3  SUPPLIER'S RESPONSIBILITY

All materials supplied to this specification must be equivalent in all
characteristics to the material upon which approval was originally
granted.

Prior to making any change in the properties, composition, construction,
color, processing or labeling of the material originally epproved under
this specification, whether or not such changes affect the material's
ability to meet the specification requirements, the Supplier shall notify
Purchasing, Toxicology and the affected Materials Engineering activity
of the proposed changes and obtain the written approval of the
Materials Engineering activity. Test data, test samples and a new code
identification are to be submitted with the request.

Substance restrictions imposed by law, regulations or Ford, apply to the
materials addressed by this document. The restrictions are defined in
Engineering Material Specification WSS-M99P9999-Al, unless a different
suffix (e.g., A2 or A3) is specified on the engineering document for the
application.

4. APPROVAL OF MATERIALS

Materials defined by this specification must have prior epproval by the
responsible Materials Engineering activity. Suppliers desiring approval of
their materials shall first obtain an expression of interest from the affected
Purchesing, Design and Materials Engineering activity. Upon request, the
Supplier shall submit to the affected Materials Engineering activity its own
laboratory report to the specification (test results, not nominal values), the
material designation and code number, and test specimens for Ford evaluation.
Upon sapproval, the material will be added to the Engineering Material
Approved Source List.

5. GENERAL INFORMATION
The information given below is provided for assistance and clarification and
does not represent requirements to these specifications.

51 MODULUS OF ELASTICITY 14 GPa
(ASTM D 790)
5.2 DIELECTRIC CONSTANT, 106 cycles (1 MHz) 6.0
(ASTM D 150)
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