Engineering Material Specification

Materiai Name Specification Number

CABLE CONDUIT, NONMETALLIC ESF-M3L45-A
1. SCOPE

The material defined by this specification is a flexible nonmetallic conduit, composed of
cotton warp yarns and kraft paper fillers woven in a tubular form and impregnated with a
satisfactory asphaltic solution, coated with a black wax and paraffin solution.

2. APPLICATION

This specification was released originally for material used as a protective covering on
battery cables.

3. REQUIREMENTS

3.1 TYPICAL WEB CONSTRUCTION . See Table I
. OF VARIOUS SIZES

3.2 TREATMENT

The conduit shall be saturated inside and out with an asphaltic compound and must
be free from beads or seams or any obstruction which will interfere with the free
passage of the wire. Treatment must be completely dry. All shipments over 100
pieces should be shipped so that the pieces are placed and held in a vertical position
during transit and storage, and must be sound when received. Light colored dusting
powders are objectionable.

3.3 PERFORMANCE TESTS

The finished conduit must withstand a temperature of 104°C for 15 min without
dri%ping. Shall not absorb more than 35% of its weight after soaking in water at 23
+2°C for 24 h, then blown out with a mild current.

Conduits must be capable of being bent around designated mandrels, at temperatures
specified, without collapsing. (See Table I, mandrel size)

3.4 APPROVAL

Must be obtained from the Quality Control Laboratory on all samples. On points not
covered by this specification, material must be similar to standard filed in the
Quality Control Laboratory.

3.5 IDENTIFICATION

Conduits shall be identified by means of some characteristic marking such as
trademark or name.
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3.6 SUPPLIER'S RESPONSIBILITY

Material supplied to this specification must be equivalent to that originally
approved. Changes in formulation or processing shall not be made without prior
approval as described in Supplier Procedure I-A.

4. APPROVAL OF SUPPLIERS

Suppliers to this specification must be approved by the affected product engineering office.
Procedure for gaining approval of a specific material to a new/existing ES-M specification is
contained in Supplier Procedure I-A. Approved new suppliers will be added to the
Engineering Materials Approved Source List.
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