ENGINEERING MATERIAL SPECIFICATION

Material Name Specification Number
CERAMIC POWDER, ALUMINUM OXIDE, PLASMA SPRAYED ESF-M3L88-A2
1. SCOPE

The material defined by this specification is an aluminum oxide ceramic
powder (A1203). It is also referred to as alumina.

2. APPLICATION

This specification was released to define a material to be used in an arc
plasma spray application of an alumina coating on the aluminum control
plate of the 3rd generation alternator series.

3. REQUIREMENTS
3.1 STATISTICAL PROCESS

Suppliers must conform to the requirements of Ford Quality System
Standard Q-101. A mutually acceptable Control Plan as described
therein is required for material/source approval. Appropriate
statistical tools must be used to analyze process/product data so
that variation in the final product is continuously reduced.

3.2 INFRARED SPECTROPHOTOMETRY AND/OR THERMAL ANAILYSIS

Ford Motor Company, at its option, may conduct infrared and/or
thermal analysis of material/parts supplied to this specification.
The IR spectra and thermograms established for initial approval
shall constitute the reference standard and shall be kept on file
at the designated material laboratory. All samples shall produce
IR spectra and thermograms that correspond to the reference
standard when tested under the same conditions.

3.3 CONDITIONING AND TEST CONDITIONS

All test values indicated herein are based on material conditioned
in a controlled atmosphere of 23 +/- 2 C and 50 +/- 5 % relative
humidity for not less than 24 h prior to testing and tested under
the same conditions unless otherwise specified.

Date Release No. Release/Revision
1992 03 19 {DFOOE00107002134| Released A. Vallabhanath
WP 3948-a Page 1 of 4
B 9009160 0015279 619 H Documents

i 1b
Copyright by the Ford Motor Company Document Sharing Hu

Fri Aug 26 16:27:40 2016
Full document details: FORD ESF-M3L88-A2 1992


http://www.avadocuments.com/doc/ford-esf-m3l88-a2-1992
http://www.avadocuments.com/doc/ford-esf-m3l88-a2-1992

ENGINEERING MATERIAL SPECIFICATION
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3.4 COMPOSITION
(ASTM E 1097)
Shall conform to the following weight percents, determined by
methods agreed upon by purchaser and supplier.
Compound Min Max
Al1203 93.0
Na20 0.1
Fe203 1.0
§102 1.5
Ti02 1.80 - 4.20
Ca0 0.40
Mg0 0.60
3.5 MOISTURE CONTENT, max 0.20 %
Test Method: A sample of the powder shall be weighed and heated in
an oven for 2 h at 110 C. After heating weigh the sample again.
The difference in the weight of the sample before and after heating
times 100 shall be the moisture content.
3.6 SPECIFIC GRAVITY 3.70 - 3,95
(ASTM C 135)
3.7 PHASE COMPOSITION OF ALUMINA (AL203)
DETERMINED BY X-RAY DIFFRACTION
Alpha Alumina, approx. 100 %
Na Beta Alumina Trace
3.8 MICROEXAMINATION
At a 20X magnification the particle morphology shall be blocky in
nature.
3.9 PARTICLE SIZE DISTRIBUTION
(ASTM C 690)
Powder shall conform to the following particle size requirements,
as measured with a coulter multisizer.
D3 D50 D94 Ratio Ratio U.S. Sieve
Max Min D3/D50 D50/D%4 #170
Max Max % Retained
49 28.0 - 29.0 19 1.7 1.45 0.1 max
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