@ ENGINEERING MATERIAL SPECIFICATION

Material Name

Spacification Number
PAPER, KRAFT, ELECTRICAL INSULATOR ESF-M4ES-A

1. SCOPE

The material defined by this specification is a high grade Kraft
insulating paper with high finish and of uniform quality. It shall also
have the properties of unusual toughness and flexibility.

2.  APPLICATION

This specification was released originally for material used as an

insulator in the construction of starter motors, generators, and ignition
coils.

3. REQUIREMENTS
3.1 STATISTICAL PROCESS

Suppliers must conform to the requirements of Ford Quality System
Standard Q-101. A mutually acceptable Control Plan as described
therein is required for material/source approval. Appropriate
statistical tools must be used to analyze process/product data so
that variation in the final product is continuously reduced.

3.2  INFRARED SPECTROPHOTOMETRY AND/OR THERMAL ANALYSIS

Ford Motor Company, at its option, may conduct infrared and/or
thermal analysis of material/parts supplied to this specification.
The IR spectra and thermograms established for initial approval
shall constitute the reference standard and shall be kept on file
at the designated material laboratory. All samples shall produce
IR spectra and thermograms that correspond to the reference
standard when tested under the same conditionms.

3.3 CONDITIONING AND TEST CONDITIONS

All test values indicated herein are based on material conditioned
in a controlled atmosphere of 23 +/- 2 C and 50 +/- 5 % relative
humidity for not less than 24 h prior to testing and tested under
the same conditions unless otherwise specified.

3.4 CONSTRUCTION
3.4.1 Fiber Content 100 8 Kraft fiber

3.4,.2 Sizing Shall be free of sizing material
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ESF-M4ES-A

WP 3948-b

Any coloring shall be made with
an aniline dye

The finished paper shall be free from cracks, breaks or

The surface must be clean and show

uniform texture throughout and be capable of being coated
with insulation varnishes and waxes.

3.4.3 Color
3.4.4 Appearance

flaws of any kind.
3.4.5 Consistency

The paper shall be as free from conducting particles and
other foreign material as is consistent with manufacturing

processes.

ASH CONTENT, max
(TAPPI T 413)

MOISTURE, max
(ASTM D 644)

pH (water extract)
(ASTM D 202)

CHLORIDES, max

SULPHATES
(TAPPI T 255)

~ DENSITY, min

(ASTM D 202)

BURSTING STRENGTH, min
(ASTM D 774)
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Conversio
N

222
445
667
900
111

1s
9 3
6.5 - 7.5

35 ppm

No trace
0.75 g/cm3

n Table
MPa

0.34
0.69
1.00
1.38
2 1.72
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