Engineering Material Specification

Materiai Name

Specification Number

INK, MARKING ESF-M6BS-A

1. SCOPE

The material defined by this standard is a semi-paste type, quick drying marking ink with
good adhesive properties.

2. APPLICATION

This specification was released originally for material used for marking identification on
starting motor, voltage regulators, alternators, etec.

3. REQUIREMENTS

3.1 SOLIDS, min 35.0%
(FLTM BI 2-1)
3.2 VEHICLE
Synthetie resin solution solids, min 25.0%
3.3 COLOR
To be specified on Engineering Drawing.
3.4  STABILITY
There shall be no settling, livering or curdling of the material after being stored for
30 days in a 3/4 filled sealed container at 23 + 2" C.
3.5 TOXICITY
The material shall not contain any benzol (benzene), aniline oil, or hydrolizable
chlorinated hydrocarbons, nor have an obnoxious or objectionable odor.
3.6 QUALITY
The material shall be free from dirt, lumps and skins, shall adhere readily to painted
and unpainted surfaces, and be miscible with the recommended thinner.
3.7 SUPPLIER'S RESPONSIBILITY
Material supplied to this specification must be equivalent to that originally
approved. Changes in formulation or processing shall not be made without prior
approval as described in Supplier Procedure I-A.
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4. APPROVAL OF SUPPLIERS

Suppliers to this specification must be approved by the affected Produet Engineering Office.
Procedure for gaining approval of a specific material to a new/existing ES-M specification is
contained in Supplier Procedure I-A. Approved new suppliers will be added to the
Engineering Materials Approved Source List

Note: Similar to Manufacturing Standard M-99B47-A for black, M-99B19-A for silver, M-
99B45-A for blue, and M-99J68-A for yellow.
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