ENGINEERING MATERIAL SPECIFICATION

Material Name

Specification Number

MAGNET, NONMETALLIC BINDER ESF-M99G115-A

1. SCOPE

The material defined by this specification is a synthetic rubber bonded
barium ferrite composite material.

2. APPLICATION

This specification was released originally for material used as a
permanent magnet such as in the distributor.

3. REQUIREMENTS
3.1 GENERAL

3.1.1

3.1.2

3.1.3

3.1.4

3.1.5

Specific Gravity, min 3.5
(ASTM D 792)

HARDNESS, min 43
(ASTM D 2240, Durometer "D",
10 seconds delay)

Ozone Resistance, max 0
(ASTM D 1149)

Test Method: Sample size approximately 7 x 7 x 125 mm.
Fix both ends in a clamping device and deflect the center

0.51 mm. Place in ozone chamber under this stress for
72 h.

0il Resistance
(ASTM D 471, 72 h at 102 C in #3 oil)

-Volume Change 0 -8 %

Reversible Magnetic Temperature
Coefficient, max

Loss: 34 % of 23 +/- 2 C reading.

Test Method: Determine Gauss of magnetized material at 23
+/- 2 C. Raise temperature to 191 +/- 3 C and read Gauss.
This value should not be less than 66 % of reading at 23
+/- 2 C. Cool to 23 +/- 2 C and read Gauss. It should be
the same as the original reading.
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Revised 3.1.2 & updated

1980 04 10 |CF4K-RD576983-4 | Metricated & Retyped J.B. Huebner
1967 11 16 |F6-3253 Released (Was XF-M99GX2)
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ENGINEERING MATERIAL SPECIFICATION

3.2 PART REQUIREMENTS

ESF-M99G115-A

3.2.1 Magnetic

Magnetic properties to be specified on engineering drawing.

3.2.2 Mechanical

Properties such as breaking strength, crushing strength,
etc., to be specified on engineering drawing.

3.2.3 Surface Condition

No evidence of surface cracks, pitting or any other
imperfections.

3.3 STATISTICAL PROCESS

Suppliers must conform to the requirements of Ford Quality System
Standard Q-101. A mutually acceptable Control Plan as described
therein is required for material/source approval. Appropriate
statistical tools must be used to analyze process/product data so
that variation in the final product is continuously reduced.

3.4 INFRARED SPECTROPHOTOMETRY AND/OR THERMAL ANALYSIS

Ford Motor Company, at its option, may conduct infrared and/or
thermal analysis of material/parts supplied to this specification.
The IR spectra and thermograms established for initial approval
shall constitute the reference standard and shall be kept on file
at the designated material laboratory. All samples shall produce
IR spectra and thermograms that correspond to the reference
standard when tested under the same conditions.

3.5 CONDITIONING AND TEST CONDITIONS

All test values indicated herein are based on material conditioned
in a controlled atmosphere of 23 +/- 2 C and 50 +/- 5 % relative
humidity for not less than 24 h prior to testing and tested under
the same conditions unless otherwise specified.

3.6 SUPPLIER'S RESPONSIBILITY
All materials supplied to this specification must be equivalent in

all characteristics to the material upon which approval was
originally granted.
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