ENGINEERING MATERIAL SPECIFICATION

Material Name

Specification Number

HEAT TRANSFER COMPOUND, NON-SILICONE ESF-M99G138-A

1. SCOPE

The material described by this specification is a white grease-like
compound consisting of a non-silicone synthetic o0il and fillers.

2. APPLICATION

This specification was released originally for material used as a heat
transfer compound in the alternator.

3. REQUIREMENTS
3.1 STATISTICAL PROCESS

Suppliers must conform to the requirements of Ford Quality System
Standard Q-101. A mutually acceptable Control Plan as described
therein is required for material/source approval. Appropriate
statistical tools must be used to analyze process/product data so
that variation in the final product is continuously reduced.

3.2 INFRARED SPECTROPHOTOMETRY AND/OR THERMAL ANALVSIS

Ford Motor Company, at its option, may conduct infrared and/or
thermal analysis of material/parts supplied to this specification.
The IR spectra and thermograms established for initial approval
shall constitute the reference standard and shall be kept on file
at the designated material laboratory. All samples shall produce
IR spectra and thermograms that correspond to the reference
standard when tested under the same conditions.

3.3 CONDITIONING AND TEST CONDITIONS

All test values indicated herein are based on material conditioned
in a controlled atmosphere of 23 +/- 2 C and 50 +/- 5 % relative
humidity for not less than 24 h prior to testing and tested under
the same conditions unless otherwise specified.

3.4 TO BE RUN ON EACH BATCH OF MATERIAL

3.4.1 Specific Gravity, min 2.3
(ASTM D 115, at 25 C)

3.4.2 Worked Penetration 260 - 340
(ASTM D 217, 60 strokes)

Date Release No. Release/Revision

1991 01 31 |DEOOE00107002086| Reactivated and Updated

1983 09 19 |CF4NRD88800242 Released (Was XF-M99GX29)
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3.4.3 Bleed, max 0.01 3
(Fed. Std. 791, Method 321.2,
24 h at 200 C)

ESF-M99G138-A

3.4.4 Evaporation, max 1.0 &
(Fed. Std. 791, Method 321.2,
24 h at 200 C)

3.5 TO BE RUN FOR INITIAL APPROVAL AND AS
REQUIRED BY QUALITY CONTROL

3.5.1 Thermal Conductivity, min 0.0009 cal/em2/C/s/cm
(MIL-C-47113B)

3.5.2 Dielectric Strength, min 10 kV/mm
(IEC 188/ASTM D 149 in
insulating oil, 127 mm thick)

3.5.3 Flash Point, min 250 C
(ASTM D 93)

3.6 ADDITIONAL REQUIREMENTS

Specific requirements for material and/or manufactured parts shall
be specified on the Engineering drawing, Engineering parts
specification and/or performance specifications. All critical
areas with respect to these properties shall be clearly designated
on the engineering drawing.

3.7 SUPPLIER'S RESPONSIBILITY

All materials supplied to this specification must be equivalent in
all characteristics to the material upon which approval was
originally granted.

Prior to making any change in the properties, composition,
construction, color, processing or labeling of the material
originally approved under this specification, whether or not such
changes affect the material's ability to meet the specification
requirements, the Supplier shall notify Purchasing, Toxicology and
the affected Materials Engineering activity of the proposed changes
and obtain the written approval of the Materials Engineering
activity. Test data, test samples and a new code identification
are to be submitted with the request.

Substance restrictions imposed by law, regulations or Ford, apply
to the materials addressed by this document. The restrictions are
defined in Engineering Material Specification WSS-M99P9999-al,
unless a different suffix (e.g., A2 or A3) is specified on the
engineering document for the application.
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