ENGINEERING MATERIAL SPECIFICATION

Material Name Specification Number
LABEL, PRESSURE SENSITIVE, SEVERE DUTY ESF-M99J288-A
1. SCOPE

The material defined by this specification is a pressure sensitive
polyester label.

2. APPLICATION

This specification was released originally for labels used for starting
motor identification where resistance to heat, gasoline, o0il, road
splash, etc. is required.

3. REQUIREMENTS
3.1 CONDITIONING AND TEST CONDITIONS

All test values indicated herein are based on material conditioned
in a controlled atmosphere of 23 +/- 2 C and 50 +/- 5 % relative
humidity for not less than 24 h prior to testing and tested under
the same conditions unless otherwise specified.

3.2 CONSTRUCTION

This label consists of a polyester film with the required printing
on one side and an adhesive on the other. The printing shall be
protected by an overlay of polyester film and the adhesive shall be
protected by a liner which shall be readily removable for label
application.

3.3  ADHESION, min 0.33 N/mm
(ASTM D 1000, Method A, 180 deg peel)

Clean steel panel, 60 h aging at ambient conditions.
3.4 RESISTANCE TO CHIPPING/PEELING

The label shall show no signs of chipping or peeling when scratched
with a dull object such as a pencil point, fingernail or paper

clip.
Date Release No. Release/Revision
1993 04 30 |[NGA1E10269419003| Updated, Revised 3.3, 3.4 L. Rumao
1979 07 19 |CF45RD572213-28 | Metricated and Retyped J. Huebner
1975 05 01 |FéD 182 Released (Was XF-M99MX8)
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3.5 ENVIRONMENTAL RESISTANCE

ESF-M99J288-A

5 cycles with no signs of delaminating, peeling or cracking. Only
a slight color change is allowed and the label must be legible.
One cycle shall consist of:

1) Wipe label properly applied to steel panel with a film of ASTM
#3 oil,

2) Place in convection oven at 149 +/- 3 C for 3 h.

3) Remove and immediately immerse in a 5 % salt water solution at
room temperature for 3 h.

Repeat 1, 2 and 3 above, 4 more times.
3.6 STATISTICAL PROCESS

Suppliers must conform to the requirements of Ford Quality System
Standard Q-101. A mutually acceptable Control Plan as described
therein is required for material/source approval. Appropriate
statistical tools must be used to analyze process/product data so
that variation in the final product is continuously reduced.

3.7 SUPPLIER'S RESPONSIBILITY

All materials supplied to this specification must be equivalent in
all characteristics to the material upon which approval was
originally granted.

Prior to making any change in the properties, composition,
construction, color, processing or labeling of the material
originally approved under this specification, whether or not such
changes affect the material's ability to meet the specification
requirements, the Supplier shall notify Purchasing, Toxicology and
the affected Materials Engineering activity of the proposed changes
and obtain the written approval of the Materials Engineering
activity. Test data, test samples and a new code identification
are to be submitted with the request.

Substance restrictions imposed by law, regulations or Ford, apply
to the materials addressed by this document. The restrictions are
defined in Engineering Material Specification WSS-M99P9999-Al.
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