@Z2D Engineering Material Specification

Material Name

RUST PREVENTIVE, WATER DISPLACING - OIL TYPE
1. SCOPE

Specification Number

ESH-MT7C60-A

The material defined by this specification is a low-viscosity oil-type rust preventive with water-
displacing characteristies.

2. APPLICATION

This specification was released originally for material applied to compressor valves as a tem-
porary protective medium.

3. REQUIREMENTS

3.1 APPLICATION
Shell be sultable for application by dipping, spraying, or brushing at temperatures from
-46 to 54°C. It shall be removable by petroleum solvent, lubrieating oil, or hot alkali
wash.
3.2  SPECIFIC GRAVITY, at 20°C, min 0.890
(ASTM D 1298)
3.3 VISCOSITY, at 37.8°C, min 12 oSt (mm?/s)
(ASTM D 445)
3.4  FLASH POINT, min 135°C
(ASTM D 92)
3.5 POUR POINT, max -57°C
(ASTM D 97)
3.6 CORROSION RESISTANCE, min 8 days
(FLTM BJ 7-3)
3.7 WEIGHT PER VOLUME, at 16°C 7.3-7.5 1b/gal (0.87-0.90 kg/L)
3.8 WATER DISPLACEMENT Pass
(Fed. Method 3007)
3.9 SUPPLIER'S RESPONSIBILITY
Material supplied to this specification must be equivalent to that originally spproved.
Changes in formulation or processing shall not be made without prior approval as des-
cribed in Supplier Procedure I-A.
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4. APPROVAL OF SUPPLIERS

Suppliers to this specification must be approved by the affected product engineering office.
Procedure for gaining approval of a specific material to a new/existing ES-M specification is
contained in Supplier Procedure I~A. Approved new suppliers will be added to the Engineering
Materials Approved Source List. _

5. GENERAL INFORMATION

This data is included for information only and is not a requirement.

5.1 FILM THICKNESS, at 25°C, min

5.2 COVERAGE, at 25°C, min

5.3 WEAR TEST, SCAR DIAMETER, max

(ASTM D 2266)

3.4 TOXICITY - HEALTH

This material represents a potential health hazard.

the plant.

74 05 A% WD
Eng R
J::e ;§ 3948'b

Copyright by the Ford Motor Company

Fri Aug 26 16:49:14 2016
Full document details: FORD ESH-M7C60-A 1979

B 9009160 0002079 1487 WM

0.2 mil (5um) _

9000 £t2/gal (221 m%/L)

1.0 mm

The Manufacturing Engineering
Department shall notify both the Plant Security and the Safety Units of its presence in
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