ENGINEERING MATERIAL SPECIFICATION

Material Name

SCREEN, NYLON
SCREEN, NYLON
SCREEN, NYLON
SCREEN, NYLON

1. SCOPE

, MONOFILAMENT,
, MONOFTLAMENT,
, MONOFILAMENT,
, MONOFILAMENT,

275 MICROMETRE MESH OPENING
350 MICROMETRE MESH OPENING
350 MICROMETRE MESH OPENING
132 MICROMETRE MESH OPENING

Specification Number

ESH-M9H99-A1
ESH-M9H99-A2
ESH-M9H99-A3
ESH-M9H99-A4

The materials defined by these specifications are woven screens
constructed in a plain square weave using nylon monofilament thread.

2. APPLICAT

These specifications were re
filter assemblies in A/C refri

ION

3. REQUIREMENTS

3.1 STATISTICAL PROCESS

Suppliers must conform to the re

Standard Q-101.

therein is requi
statistical tools must be used
that variation in the final pro

red for material

3.2 INFRARED SPECTROPHOTOMETRY AND/OR THERMAL ANALYSIS

Ford Motor Company, at its option,
thermal analysis of material/parts s
The IR spectra and thermograms est

leased originally for materials used in
gerant lines,.

quirements of Ford Quality System
A mutually acceptable Control Plan as described
/source approval. Appropriate

to analyze process/product data so
duct is continuously reduced.

may conduct infrared and/or
upplied to this specification.
ablished for initial approval

shall constitute the reference standard and shall be kept on file
at the designated material laboratory. All samples shall produce
IR spectra and thermograms that correspond to
standard when tested under the same conditions.

3.3 CONDITIONING AND TEST CONDITIONS

the reference

All test values indicated herein are based on material conditioned
in a controlled atmosphere of 23 +/- 2 C and 50 +/- 5 % relative
humidity for not less than 24 h prior to testing and tested under
the same conditions unless otherwise specified.
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ENGINEERING MATERIAL SPECIFICATION

ESH-M9H99-A1/A2/A3 /A4

Al A2 A3 A4

3.4 COMPOSITION Nylon 6/6 Nyloﬁ 6 Nylon 6/6 Nylon 6/6

3.5 SPECIFIC GRAVITY 1.13-1.15 1.13-1.15 1.13-1.15 1.13-1.15
(ASTM D 792)

3.6 MELTING POINT, C, min 255 225 250 250
(FLTM BO 21-2)

3.7 MESHING OPENING, 261-289 332-368 337-373 112-148
micrometre

3.8 THREAD DIAMETER, 114-126 209-231 152-168 62-78
micrometre

3.9 MESH COUNT, mm 24-26/10 16-18/10 18-20/10 48-51/10

3.10 WEIGHT, g/m2 58-72 153-187 84-104 47-51

3.11 ADDITIONAL REQUIREMENTS

Specific requirements for material and/or manufactured parts shall
be specified on the Engineering drawing, Engineering parts
specification and/or performance specifications. All critical
areas with respect to these properties shall be clearly designated
on the engineering drawing.

3.12 SUPPLIER'S RESPONSIBILITY

All materials supplied to this specification must be equivalent in
all characteristics to the material upon which approval was
originally granted.

Prior to making any change in the properties, composition,
construction, color, processing or labeling of the material
originally approved under this specification, whether or not such
changes affect the material's ability to meet the specification
requirements, the Supplier shall notify Purchasing, Toxicology and
the affected Materials Engineering activity of the proposed changes
and obtain the written approval of the Materials Engineering
activity. Test data, test samples and a new code identification
are to be submitted with the request.

Substance restrictions imposed by law, regulations or Ford, apply
to the materials addressed by this document. The restrictions are
defined in Engineering Material Specification WSS-M99P9999-Al,
unless a different suffix (e.g., A2 or A3) is specified on the
engineering document for the application.
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