@ ENGINEERING MATERIAL SPECIFICATION

Material Name

Specification Number

POLYACRYLIC RUBBER FOR VALVE STEM SEALS ESK-M2D329-A

1. SCOPE

The material defined by this specificatiocn is a high

oil resistant
polyacrylic rubber.

2. APPLICATION

This material was originally released for val

3. REQUIREMENTS

Note:
The material shall be conditioned forS ini : +/- 2 C and
50 +/- 5 % relative humidity prlor to _ €r the same

conditions unless otherwise speci

3.1 TESTING OF STANDARD SPECT

Note: All tests are tg o wamples (thickness
1.9 - 2.1 mm) and b S specimen type 1)

: der equivalent cure
conditions as for prodite

3.1.1

65 - 75

9 MPa

120 %

Date Released
1994 11 14 Revised and Retyped, was 9 pages
1983 04 18 |SM/EQ 5351 TP Released
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‘ 3.1.2 Change After 168 h Ageing in Air
! at 175 +/- 2 C
(ASTM D 573)

3.1.2.2 Hardness, Durometer A + 2 to + 8 Units
3.1.2.2 Tensile Strength - 20 to + 10 %
3.1.2.3 Elongation at Break - 35 to 0 %

3.1.3 Change After 168 h Ageing in ASTM 0il
No. 1 at 150 +/- 2 C
(ASTM D 471)

4 Lo + 4 Units

3.1.3.1 Hardness, Durometer A

3.1.3.2 Tensile Strength - 20 to + 10 %
3.1.3.3 Elongation at Break ' - 30 to + 5 %
3.1.3.4 Volume -3 to+ 3%
3.1.4 Change After 168 h Ageing in ASTM 0il
No. 3 at 150 +/- 2 ¢C
(ASTM D 471)
3.1.4.1 Hardness, Durometer A - 18 to - 10 Units
3.1.4.2 Tensile Strength - 25 to + 5 %
3.1.4.3 Elongation at Break - 30 to + 5 %
3.1.4.4 Volume + 13 to + 19 %
3.1.5 Compression Set, max 30 %
(ASTM D 395, Method B, test specimens
Type 1, 70 h'at 150 +/- 2 C)
3.1.6 Low Temperature Resistance
(ASTM D 746, Method B)
Must not brittle after 3 minutes at - 8 C.
3.1.7 Density ’ 1.46 +/-0.02 g/cm3
(ASTM D 297)
3.1.8 Ash Content 11.1 - 14.1 %
(FLTM EU-BO 6-2)
wp 3948-b Page 2 of 4
M 9009160 004kDA&S5 742 WA ’ Documents
Copﬁight by the Ford Motor Company 7 ) 7 Document Sharing Hub

Fri Aug 26 16:50:22 2016
Full document details: FORD ESK-M2D329-A 1994


http://www.avadocuments.com/doc/ford-esk-m2d329-a-1994
http://www.avadocuments.com/doc/ford-esk-m2d329-a-1994

