' ENGINEERING MATERIAL SPECIFICATION

Material Name
POLYACRYLIC RUBBER FOR OQIL PAN GASKETS
1. SCOPE

The material defined by this specifj
resistant polyacrylic rubber.
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'This specification was released
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3.1.3 Change after 168 h ageing in ASTM 0il No. 1 at 150 +/- 2 C

ASTM D 471

3.1.3.1 Hardness, Durometer A 0 to +10 units
3.1.3.2 Tensile Strength -15 % to +20 %
3.1.3.3 Elongation at Break ' <40 3 to +10 %
3.1.3.4 Volume -8 % o +2 &

3.1.4 Change after 168 h Ageing in
ASTM OIL No. 3 at 150 +/- 2 C

! 3.1.4.1 Hardness, Durometer A -15 to 0 unics
f 3.1.4.2 Tensile Strength -40 % to +20 %
é 3.1.4.3 Elongation at Break -40 ¢ TO C
3.1.4.4, Volume +12 % to +22 &
3.1.5 Compression Set, max 30 &

ASTM D 395, Method B test specimens:
type 1, 70 h at 150 +/- 2 C

3.1.6 Low Temperature Resistance
ASTM D 2137, Method &

Must not brittle after 3 min at 18 C

3.1.7 Ozone Resistance, max Rating 1
FLIM EU-BP 1-1

: 3.1.8 Density . 1,26 - 1,32 g/cm3
‘ ASTM D 297 .
i
3.1.9 Ash Content, max 1,2 %

i FLTM EU-BO 6-2
3.2 TESTING FINISHED PARTS
! B 3.2.1 Original Physical Propercies

3.2.1.1 Hardness I.R.H.D. 58 - 68
{ASTM D 1415, micro tester)

3.2.2 Change after 168 h Ageing in Air at 175 +/- 2 C

ASTM D 573
3.2.2.1 Hardness +13 to +25 units
3.2.2.2 Bend Test no cracks

Three sections of finished parts are to be bent completely
flat against itself.
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