ENGINEERING MATERIAL SPECIFICATION

Material Name File Control Number Specification Numbeyr

FLUORC ELASTOMER {(FKM)}, SMT5002DA7910 ESK-M2D365-~-A
ROTATING SHAFT OIL SEAL - LIP TYPE

1. SCCPE

The material defined by this specification is a high \0il resistant

Fluoro Elastomer.
2. APPLICATION

This specification was released originally £ stating
shaft oil seal - lip type in engines.

3. REQUIREMENTS
3.1 STATISTICAL PROCESS

Suppliers must conform to the requ i ality System
Standard Q-101. A mutual ] as described

therein is required for Aiéte Appropriate
statistical tools must : : gy product data so
that variation in the f 3 =¥y reduced.

3.2 INFRARED SPECTROPHOT
Ford Motor Company, : i conduct infrared and/or

thermal analysis of
The IR spectra afi
constitute the

to this specification.
ished for initial approval shall
shall be kept on file at the

5t values indicate i1 are based on material conditioned in
rolled atmogphes

h prior to testing and tested under the
herwise specified.
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3.4 SLAB STOCK

3.4.1

3.4.11
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Preparation of Test Specimens

All tests are to be performed on specimens die-cut from the
molded test sheets manufactured from the same material and

with equivalent cure to production parts.

The test sheets shall have the following dimensions:

150 x 150 mm, min. x 2,0 +/- 0,2 mm

Density
{ASTM D 287)
Hardness, Durometer A

(ASTM D 2240, instantaneous,
plied-up specimen)

Hardness, International
(ASTM D 1415, Micro Tester)

Tensile Strength
(ASTM D 412, Die C,
500 mm/min test speed)

Elongation at Break
(Test Method according to para 3.4.5)

Modulus at 100 % Elongation
{(Test Method according to para 3.4.5)

Tear Strength
(ASTM D 624, Die Q)

Brittleness Temperature
(ASTM D 2137, Method A, para 9.3.2)

Non~brittle after 3 minutes at -15 C

Compression Set

(ASTM D 395, Method B,

25 % compression, plied-up
Tyvpe 1 specimens, 70 h at
150 +/- 2 C)

Heat Aging

(ASTM D 573, 168 h at 150 +/- 2 C)

3.4.11.1 Hardness Durometer A,
Change

3.4.11.2 Tensile Strength,
Change
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1,90 +/- 0,03 g/cm3

70 - BO

70 - 80 I.R.H.D.

min. 10 MPa

min. 200 %

4,0 - 6,5 MPa

min. 20 KN/m

max.25 %

-1 to +5 Units

-5 % to +25 %
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