ENGINEERING MATERIAL SPECIFICATION

Material Name

File Controt No., Specification Number
PHENOLIC MOULDING COMPOUND SMT5003DA8040 ESK-M3D 151-a
40 % E-GLASS FIBRE REINFORCED SMT5003DA8041

1. SCOPE

The materials defined by this specification is a high heat resistant
composite sheet of 40 % chopped strand E glass fibres homogenously
encapsulated in a fully curable Phenolic resin. This material is
selfextinguishing without flame retartand additives (SE) with no dense
smoke and will be used for the hand-lay process directed fiber perform
process or modified wet-lay-up moulding.

2. APPLICATION

This specification was released originally for material used for heat
insulation shields.

Note: This material absorbs water and should not be used without
protected surfaces.

3. REQUIREMENTS

3.1 STATISTICAL PROCESS

Suppliers must conform to the requirements of Ford Quality System
Standard Q-101. A mutually acceptable Control Plan as described
therein is required for material/source approval. Appropriate
statistical tools must be used to analyze process/product data so
that variation in the final product is continuously reduced.

3.2 INFRARED SPECTROPHOTOMETRY AND/OR THERMAL ANALYSIS

Ford Motor Company, at its option, may conduct infrared and/or
thermal analysis or pyrolytic gas chromatography of material/parts
supplied to this specification. The IR spectra and thermograms
established for initial approval shall constitute the reference
standard and shall be kept on file at the designated material
laboratory. All samples shall produce IR spectra and thermograms
that correspond to the reference standard when tested under the same
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3.3 CONDITIONING AND TEST CONDITIONS

“A{i test values indicated herein are based on material conditioned
in a controlled atmosphere of 23 + 2°C and 50 + 5 % relative
humidity for not less than 24 h prior to testing and tested under
the same conditions unless otherwise specified.

3.4 TEST SPECIMEN

3.4.1

3.4.2

3.4.3

3.4.4

3.4.5

3.4.6

v
3948-Db

Preparation of Test Specimens

All tests are to be performed on specimens die-cut from
strainless molded flat test sheets manufactured from the
same material composition and under equivalent process
conditions as on production parts.

The thickness of test specimen shall be 2,5 + 0,5 mm (acec.
to the finished part),

The dimensions of the test sheet for flammability test shall
be 1,7 - 1,9 x 100 x 355 mm. Edges of specimens to be flat,
clean and at right angles to the surface.

Molded test sheets shall be annealed according to following
cycles before preparing the individual test specimen.

30 min annealing at 50 - 55 OC
4 h  annealing at 80 - 85 °C and min.
24 h  conditioning at 23 * 2 ©OC

Ash Content 30 - 45 %
(IS0 3451/1, Methode A

except 2 h at 850 + 50 O¢

test portion: ca 10 g)

Residue of Ash: Glass fibers and inorganic fillers

Density

(IS0 R 1183, Method A)

Hand-lay process 1,15 - 1,35 g/cm3
Directed fiber perform process 1,10 - 1,30 g/cm3
Flexural Strength min. 75 MPa

(IS0 178, 80 x 10 x 2,5 + 0,5 mm
specimen, support span 60 mm,
sr-factor 0,01)

Flexural Modulus min. 4700 MPa
(IS0 178, 80 x 10 x 2,5 + 0,5 mm

specimen, support span 60 mm

sy-factor 0,01)

Impact Strength, Izod, unnotched
(ISO 180, except 63,5 x 10 x 2,5 + 0,5 mm

- 10 specimens for each test)
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