ENGINEERING MATERIAL SPECIFICATION

Material Name

File Controt XNo. Specification Number
TAPE, ADHESIVE - TWO SIDE PRESSURE SMT5003GB4900 ESK-M3G162-Al
SENSITIVE - E/VAC - EXTERIOR - : e e
TAPE, ADHESIVE - TWO SIDE PRESSURE SMT5003GB4910 ESK-M3G162-4A2
SENSITIVE - E/VAC - EXTERIOR _
TAPE, ADHESIVE - TWO SIDE PRESSURE SMT5003GB4920 ESK-M3G162-A3
SENSITIVE - PUR - EXTERIOR :
1. SCOPE
The materials defined 'by these specifications are polyethylene
vinylacetate copolymer (ESK-M3G162-A1/-A2) or polyether polyurethane
(ESK-M3G162-A3) foam tapes, coated on both sides with a pressure
sensitive, cross linked acrylic adhesive. One side is protected with a
release paper or film.
2.  APPLICATION
These specifications were released originally for materials to retain
exterior bodyside mouldings to enameled surfaces (FLTM EU BI 3-2 Bb) and
smooth stone peck resistance paint (ESK-M99J340-A2) and to bond rubber
parts to bumper.
3. REQUIREMENTS

3.1 STATISTICAL PROCESS

Suppliers must conform to the requirements of Ford Quality System
Standard Q-101. A mutually acceptable Control Plan as described
therein is required for material/source approval. Appropriate
statistical tools must be used to analyze process/product data so
that variation in the final product is:continuously reduced.

3.2 INFRARED SPECTROPHOTOMETRY AND/OR THERMAL ANALYSIS

Ford Motor Company, at its option, may conduct infrared and/or
thermal analysis of material/parts supplied to this specification.
The IR spectra and thermograms established for initial approval
shall constitute the reference standard and shall be kept on file at
the designated material laboratory. All samples shall produce IR

spectra and thermograms that correspond to the reference standard
when tested under the same conditions. '
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ESK-M3G162-A1/-A2/-A3

3.3
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CONDITIONING AND TEST CONDITIONS

Aii test values indicated herein are based on material conditioned
in a controlled atmosphere of 23 +/- 2 C and 50 +/- 5 % relative

humidity for not less than 24 h prior to testing and tested under

the same conditions unless otherwise specified. ’

COLOR -black or as speci-
fied on Eng. drawing

THICKNESS ESK-M3G162-A1/-A3 0,85 +/- 0,15 mm

(ASTM D 1000, without liner) ESK-M3G162-A2 1,30 +/- 0,15 om

HARDNESS SHORE "A™
(ASTM D 2240)

3.6.1 Original ESK-M3G162-a1/-A2 40 +/- 8
ESK-M3G162-A3 27 +/- 5

3.6.2 aAfcter Ageing, min. - ESK-M3G162-A1/-A2 38 +/- 8
" (70 h at 100 +/- 2 C) ESK-M3G162-A3 24 +/- 5

TENSILE STRENGTH
(ASTM D 412, Die "C")

3.7.1 Original, min. 220 N/cm?2

3.7.2 After Ageing, min. _ 226 N/cm?
(70 h at 100 +/- 2 C)

ELONGATION
(ASTM D 412, Die "C")

3.8.1 Origirnal, min. ESK-M3G162-A1/-a2 300 s
ESK-M3G162-43 200 %

3.8.2 after Ageing, min. ESK-M3Gl62-a1/-A2 300 %
(70 h at 100 +/- 2 C) ESK-M3G162-A3 180 &

TEAR STRENGTH
(ASTM D 624, Die "B")

3.9.1 Original, min. : 120 N/em

3.9.2  After Ageing, min. 120 N/cn
(70 h at 100 +/- 2 ¢)

OZONE RESISTANCE, Rating “0O"
(FLTM EU-BP 1-1, 20 % elongation)

LOW TEMPERATURE FLEXIBILITY ' No cracking
(FLTM BN 102-1)
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3.12 VWATER ABSORPTION

ESK-M3G162-A1/-A2/-A3

3.12.1 Vacuum, max. ESK-M3G162-A1/-A2  3,5%
(ASTM D 1056) - ESK-M3G162-A3 7,0%

3.12.2 Static, max. ESK-M3G162-A1/-42 1,0 %
ESK-M3G162-A3 4,0 %

(ASTM D 1056, except immerse for

24 h at 20 +/- 2 C under atmospheric
pPressure)

3.13 MIGRATION STAINING nene

Test Method

Apply the tape to a freshly painted white or light blue painted
panel (FLTM EU BI 3-2 Bb) and expose for 200 h in the Fluorescent
Sunlamp Cabinet (see FLTM EU BU 52-2) and evaluate test panel.

3.14 TENSILE ADHESION, min. .ESK-M30162-A1/-A2 50 N/em2

ESK-HM3G162-a3 35 N/em?2
Test Method h

Carefully bond the mating surfaces of two test blocks (see Fig. 1)
together and press down firmly to force out trapped air to ensure a
good bond.

Immediately after bonding clamp both ends in the jaws of a rensile
tester and determine the tensile force required to separate the
blocks. Rate of pull 300 mm/min.

3.15 SHEAR ADHESION, min. 60 N/cm2

Test Method

Prepare 3 test specimen (see Fig. 2) with each of the following
material combinations:

a) Painted Steel Panel (FLIM EU BI 3-2 Bb)/
Chromium Plating, RA=0,20 micrometre
b) Painted Steel Pancl (FLTM EU BI 3-2 Bb)/
Stainless Steel Panel, RA=0,06 micrometre
¢) Painted Steel Panel (FLTM EU BI 3-2 Bb)/
Anodized Aluminum Panel, RA~0,05 micrometre
d) Painted Steel Panel (FLTM EU BI 3-2 Bb)/
Smooth PVC Production Material according to SM4D&601-A

The mating surfaces must be pressed together firmly to force out
trapped air and insure a good bond. After 24 hours conditioning at
23 +/- 2 C expose test specimen of each material combination to the
below environment. 4 h after completion of the exposures (3.15.2),

measure shear adhesion in tensile testing machine at a jaw
separation rate of 12 mm/min.
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