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~ Specirication Nober

ESK-MSB334-A

The material defined by this specificatic
additive containing wetting agents and will
green soluticon.

2. APPLICATION

effect".

In general the material is 4
Precleaner.

2- 8%

9.1 +/- 0.5 (20 C)

1.08 +/- 0.015 g/cm3

min 20 C

ing on the parts after treatment shall protect the
from corrosion for min 72 h stored in closed spaces under
atmospheric conditicns.
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ENGINEERING MATERTAL SPECIFICATION
ESK-MSB334-A

3.7

3.8

3.8

3.10

CLEANTNG EFFICIENCY

During spray processing the material (approx. 20 - 40 g/L
concentration} shall remove grease residues and metal dust from the
bodies in white.

RINSING EFFICIENCY

The dried film shall be easily removable with water from the washed
parts without leaving residues.

PASSIVATION EFFECTIVENESS

The material shall have no deleterious effect on the following
phosphating process.

SUBSTANCE CONTROL:

Iegal, health, safety and envircmmental constraints may apply to the
materials which are submitted for approval to this specification.
Refer to Engineering Material Specification WSS-M99SP9999-A2.

SUPPLIER'S RESPONSIBILITY

- A1l materials supplied to this specification must be equivalent in

all characteristics to the material wupon which approval was
originally granted.

Prior to wmaking any change in the properties, composition,
construction, color, processing or labeling of the material
originally approved under this specification, whether or not such
changes affect the material's ability to meet the specification
requirements, the Supplier shall ncotify Purchasing, Toxicology and
the affected Materials Engineering activity of the proposed changes
and obtain the written approvel of the Materials Engineering
activity. Test data, test samples and a new code identification are
to be submitted with the request.

Substance restrictions imposed by law, regulations or Ford, apply to
the materials addressed by this document. The restrictions are
defined in Engineering Materials Specification WSS-MS9P9999-A1.
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