ENGINEERING MATERIAL SPECIFICATION

Materiai Name

BLACK OUT PAINT, WATERBORNE, AIR DRYING

1. SCOPE

Specitication NUmber

ESK~M62J22-A

The material defined by this specification is a waterborne air drying black
out paint for interior and restricted exterior use.

2. APPLICATICN

The material was originally released to be applied to wheel arches in order
to meet styling requirements.

3. REQUIREMENTS

3.1

3.2

COMPOSITION

Synthetic resins and suitable pigments dispersed in essentially

water.

PHYSICAL PROPERTIES

3.2.1 Non-Volatile
(FLTM EU-BI 2-1)

According to initial sample report +/- 1.

3.2.2 Package Viscosity

(FLTM EU-BI 11-1)

According to initial sample report +/- 5 seconds.

3.2.3 Density

(FLTM EU-BI 2-2)

According to initial sample report +/- 0.05.

3.2.4 Flash Point

The flash point shall conform to the safety regulations
applicable to the plant and/or country where the material

shall come into use.
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3.2.5 Compatibility

The material must be compatible with water.

3.2.6 Hiding Power Dry
(FLTM EU-BI 1-5)

Reducer: Water
Viscosity: As recommended by supplier

Complete visual hiding over substrate at a maximum dry film
thickness of 15 micrometre.

3.2.17 Shelf Stability
During a storage of 3 months at room temperature the material
as received shall not gel or liver upon standing and must be
free from settling which cannot be dispersed by normal
agitation.

3.3 PREPARATION OF TEST PANELS

3.3.1 Panels prepared according to the paint process for wheel
arches of the relevant plant, using the same materials (e.g
PVC) as in use there.

3.3.2 Test panels according to FLTM EU-BJ 3-2, B 6, using top coat
which is the most critical regarding adhesion of materials
applied on top.

Spray Viscosity: As recommended by supplier
Dry film thickness: 20 - 30 micrometre

3.4 AGEING

Test panels shall be aged for 1 week at room temperature prior to
testing.

3.5 FILM PROPERTIES
3.5.1 Color Black

3.5.2 Gloss 20 - 50
(FLTM EU-BI 10 - 1, 60 deg glossmeter)

3.5.3 Drying

Tack free after 15 minutes at room temperature. Dry to
handle after 1 hour at room temperature.

3.5.4 Adhesion No chipping
(FLTM EU-BI 6-1, Method A)
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