ENGINEERING MATERIAL SPECIFICATION

Material Name Specification Number
PRIMER SURFACER, PU-MODIFIED ESK-M6J151-A
PRIMER SURFACER, PU-MODIFIED, MEDIUM SOLID ESK-M6J151-A2
PRIMER SURFACER, PU-MODIFIED, COLOURED ESK-M6J151-A3
1. SCOPE

The materials defined by these specifications are solvent borne stone
peck resistant baking Primer/Surfacer. They are formulated for maximum
surface quality and hold-out properties after baking.

2. AFPLICATION

These specifications were originally released for materials used as
primer/surfacer on baked EC surfaces (i.e. SK-M64J9554-C/D or
WSK-M64J29-C) on bodies and small parts.

The primers are suitable for use under solvent borne topcoats (i.e. solid
colour SK-M98J9552-A and basecoat/clearcoat S-M32J110-B/-C/SK-M32J9553-4)
as well as under waterborne baseccats (ESK-M62J26-A/SK-M32J9553-A),

They are suitable for electrostatic and pneumatic spray application.

3. REQUIREMENTS
3.1 STATISTICAL PROCESS

Suppliers must conform to the requirements of Ford Quality System
Standard Q-101. A mutually acceptable Control Plan as described
therein is required for material/source approval. Appropriate
statistical tools must be used to analyze process/product data so
that variation in the final product is continuously reduced.

3.2 INFRARED SPECTROPHOTQMETRY AND/OR THERMAL ANALYSIS

Ford Motor Company, at its option, may conduct infrared and/ox
thermal analysis of material/parts supplied to this specification.
The IR spectra and thermograms established for initial approval
shall constitute the reference standard and shall be kept on file
at the designated material laboratory. All samples shall produce IR
spectra and thermograms that correspond to the reference standard
when tested under the same conditions.

Date Release No. Release/Revision

1991 03 01 C01089482000 revised 3.3.3

1991-01-02 €01089480 Complete revise, -A3 version added.
1988 05 10 | SM/EQ 4490 TP | Release K .WOLTERS
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3.3 COMPOSITION

ESK-M6J151-4/-A2/-A3

3.3.1 Vehicle

Modified Polyester resins with cross-linkable functions,
Aminoplast resins, blocked Isocyanates. The properties of
the primer are determined by Urethane groups.

3.3.2 Pigments

Inert pigments and fillers to obtain the desired colour and
properties. The use of non-inert pigments and fillers, i.e.
zinc oxide, zinc sulfide or calcium carbonate is not
permitted.

3.3.3 Non volatile at spray viscosity
(FLTM BI 102-01, FC# 3 at 25 C)

ESK-M6J151-A (determined at 50 +/- 27s): min. 60 %
ESK-M6J151-A2 (determined at 67 +/- 2 s8): min. 64 %

Colored primers (determined at 67 +/- 2 s): ESK-M6J151-A3:

grey: min. 64 - 66 %
(e.g. light grey, mid grey)
inorganic pigmented chromatic colours: min. 62 - 64 %
black and dark colours: min. 57 - 59 %
(e.g. dark blue, anthracit)
light colours: min. 56 - 58 %

(e.g. light red)

3.3.4 Viscosity as delivered see Initial Sample +/- 5 s.
(FLTM BI 111-01)

3.3.5 Density see Initial Sample +/- 0,05 g/mL
(ASTM D 1475)

3.3.86 Flashpoint, min. >21 ¢C
(ASTM D 56)

3.3.7 Storage Stability, min. 16 h

(FLTM BI 102-03)

No settling and no increase of viscosity more than 15 s for
material as supplied.

3.4 PREPARATION OF TEST PANELS
(FLTM BI 103-02, Method B,b)

3.4.1 Spray Viscosity as specified by the supplier
(FLTM BI 111-01, FC# 3 at 25 C)

The primer shall be reduced with Xylene (S-M14J245-A) or
with Thinner (S$-M14J210-A).
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