ENGINEERING MATERIAL SPECIFICATION

- Material Name Specirication Number
GASKET MATERIAL, CORK AND SYNTHETIC RUBBER ESK-MBG1l67~-A
1. SCOPE

The material defined by this specification is a gras \cork material

bonded with synthetic rubber.
2. APPLICATION

Thls material was originally released for th_
end cover.

3. REQUIREMENTS

Note: All tests shall be carried oy
thickness as specified on Engineering

nominal

3.1 DENSITY ; ¢ 5-0.95 g/am3
(ASTM D 287, conditioning i
to para. 3.3.)

3.2 HARDNESS, DUROMETER A
(ASTM D 2240, test sp
a2 min thickness of 6 1
to para 3.3.)

3.3 TENSILE STRENGTH
(ASTM F 152,

2 -10 %
77 %
14 - 22 %
Recovery, min 79 %
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3.4.3 cCompressibility 26 - 34 %

©€.9 MPa load
3.4.3.1 Recovery, min 76 %

3.5 HOT AIR AGEING, 168 h at 120 +/- 2 C
(ASTM D 573, after ageing specimens are to
be conditioned for 24 h +/~ 1 h according
to para 3.3)

3.5.1 Tensile Strength Change 0 to + 20 %

3.5.2 Compressibility 13 - 21 &
(ASTM F 36, Procedure B, 2.8 MPa load)

3.5.3 Recovery, min . SREIREE 76 3

3.6 IMMERSION IN ASTM OIL No. 1,
168 h at 120 +/~- 2 C
({ASTM F 146, conditioning according to
type 2 material)

3.6.1 Tensile Strength Change - 15 to + 5 %

3.6.2 Compressibility 14 - 22 %
{ASTM F 36, Procedure B, 2.8 MPa load)

3.6.3 Recovery, min 76 %

3.6.4 Volume Change - 6 to + 4 %

3.7 IMMERSION IN ASTM OIL No. 3,
168 h at 120 +/- 2 C
(ASTM F 146, conditioning according to
type 2 material)

3.7.1 Tensile Strength Change - 40 to - 10 %
3.7.2 Compressibility 14 - 22 %
(ASTM F 36, Procedure B, 2.8 MPa load)

3.7.3 Recovery, min 77 %

3.7.4 Volume Change + 5 to + 15 %
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