— ENGINEERING MATERIAL SPECIFICATION
{ - .

- Material Name

Specification Numberl

GASKET MATERIAL, ARAMIDE FIBER SHEETS REINFORCED

SK-MBG176-A
WITH STEEL SHEET

1. SCOPE

The material defined by this specification is
"sheets on both sides. The fiber sheets consi
aramide fibers.

2. APPLICATION

This specification was originally released ™
manifold gaskets. )

3. REQUIREMENTS
3.1 CONSTRUCTION
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3.2

As shown on Engineering drawing
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3.8

3.9

3.10

3.11

3.6.1 Immersion in ASTM Oil No. 1,
22 h at 100 +/- 2 C

Thickness Change 0 tc + 8 %

3.6.2 Immersion in ASTM 0il No. 3
22 h at 100 +/- 2 C

Thickness Change 0 to + 13 &

IGNITION LOSS OF FIBER SHEET 27 - 37 %
(ASTM F 493)

INFRARED SPECTROPHOTOMETRY AND/OR THERMAL ANALYSIS

Ford Motor Company, at its option, mey conduct infrared and/or
thermal analysis of material/parts supplied to this specification.
The IR spectra and thermograms established for initial approval shall
constitute the reference standard and shall be kept on file at the
designated material laboratory. All samples shall produce IR spectra
and thermograms that correspond to the reference standard when tested
under the same conditions.

SUBSTANCE CONTROL'

Legal, health, safety and environmental constraints may apply to the
materials which are submitted for approval to this specification.
Refer to Engineering Material Specification SK~M99P9999-A.

REQUIREMENTS FOR THE FINISHED PART
As specified on Engineering Drawing.
SUPPLIER'S RESPONSIBILITY

All materials supplied to this specification must be equivalent in
all characteristics to the material upon which approval was
originally granted.

Prior to making any change in the properties, composition,
construction, color, processing or labeling of the material
originally approved under this specification, whether or not such
changes affect the material’'s ability to meet the specification
requirements, the Supplier shall notify Purchasing, Toxicology and
the affected Materials Engineering activity of the proposed changes
and obtain the written approval of the Materials Engineering
activity. Test data, test samples and a new code identification are
to be submitted with the request.

Substance restrictions imposed by law, regulations or Ford, apply to
the materials addressed by this document. The restrictions are
defined in Engineering Materials Specification WSS-M99P9999-A1.
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