ENGINEERING MATERIAL SPECIFICATION

Material Name

Specirication Numser

GASKET, ARAMIDE FIBERS AND SYNTHETIC RUBRER ESK-M8G1S8-2

1. SCOPE

The materials defined by this specification a Y with
nitrile butadiene rubber (NBR).

2. APPLICATION

This specification was released origi i ' engine
gaskets. '

3. REQUIREMENTS

Note: The requirements of this specific ; asket material
of 0.3 - 1.2 mm thickness.

Machine direction is to be

3.1 COMPRESSIBILITY
(ASTM F 36, Proced

3.2 RECOVERY, min
(ASTM F 36, Procedure A

3.3 TENSILE STREY
(ASTM F 1352,

material,
specimen;

20 MPa

8.5 MPa

the various tests are placed between steel
3 mm). Place in an oven set at 150 +/- 2 C for
t specimen, allow to cool to 23 +/- 2 C in a
tonduct the tests.
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ESK-M8G198~-a

3.4.1 Tensile Strength
3.4.1.1 with Machine.Direction, min 20 MPa
3.4.1.2 Across Machine Direction, min 8.5 MPa
3.4.2 Compressibility 3-9%
3.4.3 Recovery, min . 35 %
3.4.4 Weight Change -1lto+ 2%
Specimen size: 25 x 50 mm
3.5 IMMERSION IN ASTM OIL No. 1, 22 h at 150 +/- 2 C
(ASTM F 146, Material Type 1)
3.5.1 Tensile Strength
3.5.1.1 With Machine Direction, min 15 MPa
3.5.1.2 Across Machine Direction, min 7 MPa
3.5.2 Compressibility 5 -11 %
3.5.3 Recovery, min 45 %
3.5.4 Weight Change 0 to + 15 %
3.5.5 Thickness Change 0 to+5 %
3.6 IMMERSION IN ASTM OIL No. 3, 22 h at 150 +/- 2 C
(ASTM F 146, Material Type 1)
3.6.1 Tensile Strength
3.6.1.1 With Machine Direction, min 10 MPa
3.6.1.2 Across Machine Direction, min 5 MPa
3.6.2 Compressibility 7 -17 %
3.6.3 Recovery, min 40 %
3.6.4 Weight Change 0 to + 20 %
3.6.5 Thickness Change 0 to + 15 %
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