e : ENGINEERING MATERIAL SPECIFICATION

Material Name

Speclrication Number

GASKET, CORK AND NITRILE RUBBER ESK-M8G213-A

1. SCOPE

The material defined by this specification is 3 rial
bonded with nitrile rubber.

2. APPLICATION

This specification was released origina i : 1l pan
gaskets of automatic transmissions. '

3. REQUIREMENTS
3.1 STATISTICAL PROCESS

Suppliers must conform tg

’ uality System
Standard Q-101. A muty

an as described

therein is required / Appropriate
statistical tools mus g ss/product data so
that variation in ¢ . kXinucusly reduced.

3.2

on, may conduct infrared and/or
insupplied to this specification.
hed for initial approval shall
shall be kept on file at the
samples shall produce IR spectra
¢ reference standard when tested

of this specification are valid for gasket material
ickness.

shall be carried out on sample sheets with a nominal
cified on Engineering drawing.
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ENGINEERING MATERIAL SPECIFICATION
ESK-M8G213-2a

3.4.1 Density 0.70 - 0.80 g/cm3

(ASTM D 297)
3.4.2 Hardness, Durometer 2 72 - 80

(ASTM D 2240, test specimens to be
plied up to a minimum thickness of
& mm)

3.4.3 Tensile Strength, min 2.5 MPa
(ASTM F 152, procedure 2ccording to
Method B, test specimen size:
25 x 100 mm)

3.4.4 Compressibility and Recovery
(ASTM F 36, procedure B)

3.4.4.1 compressibility N e LI
. (0.7 MPa load)
3.4.4.1.1 Recovery, min 80 %
3.4.4.2 Compressibility 17 - 25 %
(2.8 MPa load)
3.4.4.2.1 Recovery, min 80 %
3.4.4.3 Compressibility 35 - 43 %

(6.9 MPa load}
3.4.4.3.1 Recovery, min 78 %
3.4.5 Heat Ageing, 168 h at 120 +/- 2 C
(ASTM D 573; after ageing specimens
are to be conditioned for 24 h +/-
1 h according to para 3.3)
3.4.5.1 Tensile Strength, Change + 10 to + 30 %
3.4.5.2 Compressibility 16 - 24 &
(ASTM F 36, procedure B,
2.8 MPa load)

3.4.5.3 Recovery, min 78 %

3.4.6 Immersion in ASTM 0il No.1l,
168 h at 120 +/- 2 ¢

(ASTM F 146)
3.4.6.1 Tensile Strength, Change 0 to + 20 %
3.4.6.2 Compressibility 14 - 22 %

(ASTM F 36, procedure B,
2.8 MPa load)
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