@ ENGINEERING MATERIAI, SPECIFICATION

Material Name

PVC SHEET, PRESSURE SENSITIVE

PVC SHEET, PRESSURE SENSITIVE

1. SCOPE

Specification Number

ESK-M99G143-a

DELTA ESK-M99Gl4{3-B

The material defined by this specification is a vinyl plastic film coated
on one side with a pressure sensitive adhesive covered by release paper.

2. APPLICATION

This specification was
watershield for doors.

shall be as specified on the Engineering Drawing.

3. REQUIREMENTS

3.1 VINYL PLASTIC FILM

According to SK~-M2F9504-2/B

3.2 WATERSHIELD

3.2.1

3.2.2

Shear Adhesion Strength

(FLTM EU-BU 51-1, Method A, Fig. 4,
except bonding area 10 x 25 mm,
test panel preparation according to
FLTM EU-BI 3-2, Method Bb)

3.2.1.1 2 h after Bonding, min
3.2.1.2 2 h after Heat Ageing, min

Peel Adhesion Strength

(ASTM D 1000, Method A, except test
panel preparaticn according to FLTM EU-
BI 3-2, Method Bb, specimen dimension
300 x 25 mm, test speed 25 mm/minute)

3.2.2.1 Original, min
(After 2 h conditioning at room
temperature)

released originally for material used as a
The area of pressure sensitive adhesive coating

23 N/cm2

3 N/cm2

4 N/25 mm

Date Release No. Released

1994 12 06

Revised and Retyped, was 10 pages

1986 01 06 (B/001685 TP Revised sheets 1, 2, 3 and 7

1985 03 06 |SM/EQ 5538 TP Released
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3.2.2.2 After Humidity Ageing, max = 50 % based on value
: as determined under
3.2.2.1

2 hours after bonding expose for 24 hours at 38 +/-
1 C and 98 +/- 2 % relative humidity, cool to room
temperature.

3.2.3 Resistance to Dewaxing Compound No leaks

1l) Prepare 150 x 300 mm test panels according to FLTM EU-
BI 3-2, Method Bb.

2) Bond a pocket of 70 mm width consisting of two
appropriate stripes of watershield to test panel as shown
in Fig. 1.

3) After 2 hours at room temperature fill assembly with
dewaxing compound (U-MB 005-8000) as shown in Fig. 1 and
suspend in vertical position for 24 hours at room
temperature. '

3.2.4 Cold Adhesion Test

Test Method:

1) Bond a 20 x 20 mm self adhesive piece of watershield to
a degreased aluminum foil (150 x 60 x 0.2 mm) using
maximum finger pressure.

Test Specimens:

a) After 2 hours at room emperature
b) After 4 weeks ageing at 70 +/- 2 C

2) Expose assembly and a 10 mm mandrel at - 40 +/- 2 C for
2 hours in cold box.

3) While still in the cold box bend specimen with the
watershield facing outward through an angle of 180 deg
around the mandrel within 1 second.

3.2.4.1 After 2 h Conditioning at Room No chipping
Temperature

3.2.4.2 After Ageing 4 Weeks No chipping
at 70 +/- 2 C

3.2.5 Liner Removal

The release paper must remove easily without tearing both as
received and after storage.
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