ENGINEERING MATERIAL SPECIFICATION

Material Name

Specification Number

PAINT QUALITY, FASTENERS AND RETAINERS - ESL-M2P35-C

SEVERE DUTY

1. SCOPE

This specification defines the quality of finish required for steel

fasteners.

2.  APPLICATION

This specification was released originally for a finish where good
weather corrosion resistance is necessary.

3. REQUIRMENTS

3.1 SYSTEM COMPONENTS

Phosphate coat per ESB-M3P1.

Apply first coat of baked phenolic paint, color as
specified on engineering drawing.

Apply second coat of baked phenolic paint, color as
specified on engineering drawing.

Apply third coat of baked phenolic paint, color as
specified on engineering drawing.

Apply a film of liquid corrosion inhibitor.

3.2 DURABILITY PROPERTIES

3.2.1 Ssalt Spray Resistance, min 240 h
(FLTM BI 3-1)
Failure shall be defined as appearance of red rust or loss
of paint adhesion more than 1/16 in (1.6 mm) from a
scratch.

3.2.2 Color
Finish coated parts, before and after the salt spray test,
shall show a minimum of color change.

3.2.3 Threads
The paint after baking shall not impair the operation of
threads on steel fasteners.
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3.3 SUPPLIER'S RESPONSIBILITY

All materials supplied to this specification must be equivalent in
all characteristics to the material upon which approval was
originally granted.

Prior to making any change in the properties, composition,
construction, color, processing or labeling of the material
originally approved under this specification, whether or not such
changes affect the material's ability to meet the specification
‘requirements, the Supplier shall notify Purchasing, Toxicology and
the affected Materials Engineering activity of the proposed changes
and obtain the written approval of the Materials Engineering
activity. Test data, test samples and a new code identification
are to be submitted with the request.

Substance restrictions imposed by law, regulations or Ford, apply
to the materials addressed by this document. The restrictions are
defined in Engineering Material Specification WSS-M99P9999-A1,
unless a different suffix (e.g., A2 or A3) is specified on the
engineering document for the application.

4, APPROVAL OF MATERIALS

Materials defined by this specification must have prior approval by the
responsible Materials Engineering activity. Suppliers desiring approval
of their materials shall first obtain an expression of interest from the
affected Purchasing, Design and Materials Engineering activity. Upon
request, the Supplier shall submit to the affected Materials Engineering
activity its own laboratory report to the specification (test results,
not nominal wvalues), the material designation and code number, and test
specimens for Ford evaluation. Upon approval, the material will be added
to the Engineering Material Approved Source List.
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