Engineering Material Specification

Material Name Specification Number
\NTIFREEZE ADDITIVE, FUEL SYSTEMS ESR-M17P2-A
1. SCOPE

This specification defines the performance and product requirements for an automotive
antifreeze additive for fuel systems. This specification is not intended to limit the additive

to any specific material or material system, but rather defines the performance of the
entire system.

2.  APPLICATION

This specification was released originally for material used to prevent water accumulation
from freezing in the fuel system, to prevent carburetor icing, aid against cold weather
stalling, &id in quick starting, keep fuel systems clean, and melt fuel tank ice.

3. REQUIREMENTS

3.1 The material shall be of such a composition that it will meet all requirements of this
specification. The material must be in a form that lends itself to ease of
application. It must be in a ready-to-use or readily mixed form and must be capable

of application as purchased or with equipment normally available to the vehicle
operator.

3.2 Must be capable of preventing the freezing of water in automotive fuel systems. It
shall be completely soluble in water.

3.2.1 A freezing point determination in accordance with ASTM Procedure D
1177 using a 25% concentration by volume of the additiveoantifreeze for
fuel systems in distilled water must give at least 14.4°C of freezing

protection. The method should record the freezing point as the average of
three tests.

3.2.1.1 Freezing Point 25% by volume of product in dis-
‘Determination tilled wgter gives freezing point
ASTM D 1177 of -14.4°C max as determined in
3.2.1.
3.3 Must be completely combustible in the engine and must not cause any detrimental

combustion product buildup through continued use.

3.4 Must be compatible with automotive fuel systems materials, gasoline and diesel

fuels and shall not have any detrimental effects on these materials or affect their
function in any adverse way.

3.5 Must have no detrimental effect on the performance or funection of the engine to
which it is added.
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3.6 Provisions of this specification are applicable when the additive is applied according
to labeling directions, unless otherwise stated. Precautionary notes, such as the
detrimental effect on painted surfaces, etc., involved in the use of the material
should be clearly stated on the product label.

3.7 Must be reasonably safe to apply and must meet all federal, state, and local regu-
lations. Must be formulated to minimize employe health hazards due to toxic or
otherwise injurious ingredients.

3.8 Must be capable of storage without any detrimental effect for an extended period of
time. Supplier shall furnish all necessary information on types of material required
for packaging and on the storage life of the material in each of the product packages
supplied. For any particular size package or container for the product, the supplier
shell furnish information on safe storage practice and recommendations as to
maximum and minimum ambient temperatures and direct sun load conditons at
which the produet may be stored without any adverse effect. If the package is
considered unsafe for storage in an automotive vehicle, the package shall be labeled
accordingly and the safe storage conditions specified.

3.9 CHEMICAL & PHYSICAL PROPERTIES

Specific chemical and physical properties are not specified herein, but an
Engineering Quality Control Supplement will be issued to cover each approved
material. The selected engineering approved source shall furnish appropriate
chemical and physical properties along with the production tolerance limits that
apply to the material(s) upon which approval was given. The agreed upon values and
limits will be issued to Quality Control by the affected product engineering office.
These values will then be used by Quality Control for ongoing quality verifications.
The Quality Control Supplement is an integral requirement of this specification. If
more than one source supplies material to this specification, a Quality Control
Supplement will be issued for each specific approved material.

3.10 LABELING

3.10.1 Provisions of this specification are applicable when material is used
according to labeling directions. Any precautions involved in the use of
the material must be clearly stated on the product label.

3.10.2 The label(s) for the material(s) must comply to the Federal Hazardous
Substances Act and all other provisions under the Consumer Product
Safety Commission and all other applicable federal, state and local
regulations. Supplier shall furnish the affected product engineering office
with the label(s).

3.10.3 Supplier shall furnish certification that the composition of his product has

h been examined and that the label recommended is in compliance with the

Federal Hazardous Substances Act and all other provisions under the

Consumer Product Safety Commission. Completed Material Health and

Safety Data Sheets and Hazardous Substances Data Sheets must be
submitted by the supplier to the Ford Motor Company toxicologist.
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