@ Engineering Material Specification

Materiai Name | Specification Number
PAINT QUALITY, AIR DRY - INTERIOR REPAIR ESR-M2P93-A
1. SCOPE

This specification defines the performance and produect requirements for an air dry repair
paint suitable for use on interior metal and ABS (Acrylonitrile—Butadiene—Styrene) plastic
parts. ™ \__ = m Nes?

This specification is not intended to limit the paint to a specific material or material

system, but rather defines the performance of the entire system as applied per labeling
directions to be provided by each supplier.

2.  APPLICATION

This specification was released originally for material used in the service repair of new or
used vehicles.

3.  REQUIREMENTS

3.1 MATERIAL OR MATERIAL SYSTEM AS RECEIVED

3.1.1 -Must be in a form that lends itself to ease of application. It must be
capable of application as purchased or with equipment normally available.

3.1.2 Must restore dulled and worn interior metal and ABS surfaces to a "like
new" appesrance and must have sufficient durability to meet normal
usage.

3.1.3 Must be reasonably safe to apply and must meet all federal, s’tate, and

local regulations. The material must be formulated to minimize employe
health hazards due to toxic or otherwise injurious ingredients.

3.1.4 There shall be no objectionable odor either during or after application.

3.2 PANEL PREPARATION

The paint must meet the requirements of this specification when tested on panels
prepared as described below.

Set I (FLTM BI 3-2, Method "C") Prepare 4 x 12 in (100 x 300 mm) zine

P phosphated steel panels, omitting the enamel color coat. Use ESB-
o M6J102-A (or equivalent) baked 20 min at 149°C for the prime coat. Sand
,W' \ lightly with. 400 sand paper and wipe with M-14J147 naphtha (or

equivalent). Apply paint accordgng to application instruetions on supplier's
label. Age panels 72 h at 23 + 27°C before testing.

Set II Apply paint according to label directions to ESF-M4D736-A or ESF-M4D60-
A ABS plastic (or equivalent). Age panels 72 h at 237 27°C before testing.
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3.3 - APPEARANCE

3.3.1 Color
(FLTM BI 9-1)

Shall impart a color coat which shall mateh the appropriate Ford Motor
Company master panel. The repair finish shall have good color retention
and shall not fade with aging.

3.3.2 Gloss
(FLTM BI 10-1)

Shall mateh the appropriate Ford Motor Company master panel.

3.3.3 The paint, when properly applied, shall dry to a smooth homogeneous film
free from mottling, pitting, or excessive orange peel.

3.4 FILM PROPERTIES
3.4.1 Hiding Power

Must have good hiding power; the supplier shall furnish the following
hiding power information for each color submitted:

3.4.1.1 Cryptometer Reading
(FLTM BI 1-1)

3.4.1.2 Dry Hiding (Checkerboard)
(FLTM BI 1-4)

3.4.2 Adhesion
(FLTM BI 6-1)

No chipping, peeling, or flaking.
3.4.3 Drying

The paint must be capable of %pplication and be thoroughly dry on any
applicable surface at 23 + 2°C with adequate ventilation within a
reasonable period of time. Supplier shall furnish specific application and
dry time information.

3.4.4 Must be compatible with production automotive air dry and baked interior
finishes and shall cause no adverse effects on old paint surfaces, such as
lifting, wrinkling, bubbling, poor adhesion, ete. In addition, the material
shall be properly formulated to provide good adhesion without erazing or
damaging unpainted ABS substrates in any manner. :
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