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&) Engineering Material Specification

Material Name Specification Number
SPOT REMOVER ESR-M5B197-A
1. SCOPE

The material defined by this speeification is a solvent consisting essentially of methylchloro-
form inhibited with dioxane.

2. APPLICATION

This specification was released originally for material used to remove spots from nylon and
vinyl upholstery materials. It should not be used on rayon, leather, or convertible top
material.

3. REQUIREMENTS

3.1 COLOR Water White
3.2 SPECIFIC GRAVITY AT 15/15°C 1.320 - 1.340
(ASTM D 891)
3.3 FLASH POINT, °C None
(ASTM D 56)
3.4 NON-VOLATILES, mg/100ml, max 5

{ASTM D 268)
3.5 METHYLCHLOROFORM (as chlorine), min 70%

3.6 DISTILLATION RANGE, °C
(ASTM D 850)

IBP 63 min
10% 66 min
50% 77 max
90% 82 max
EP 102 max
3.7 SPOTTING TEST Shall show no spotting.

Test Method: Apply 0.5 ml of the material to nylon fabrie and to vinvl coated
fabric. Allow to evaporate to dryness.

3.8 LABELING

3.8.1 Provisions of this specification are applicable when material is used
according to labeling directions. Any precautions invoived in the use of
the material must be clearly stated on the product label.
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3.8.2 The label(s) for the material(s) must comply to the Federal Hazardous
Substances Aect and all other provisions under the Consumer Product
Safety Commission and all other applicable federal, state and loecal
regulations. Supplier shall furnish the affected product engineering office
with the label(s).

3.8.3 Supplier shall furnish certification that the composition of his produet has
been examined and that the label recommended is in compliance with the
Federal Hazardous Substances Act and all other provisions under the
Consumer Product Safety Commission. Completed Material Health and
Safety Data Sheets and Hazardous Substances Data Sheets must be
submitted by the supplier to the Ford Motor Company toxicologist.

3.8.4 If applicable, supplier shall furnish a copy of the laboratory report wherein
the product was evaluated under the procedures required by the Federal
Hazardous Substances Act.

3.8.5 Supplier must furnish detailed application instructions and specific usage
information for container labels. This portion of the label information
must be approved by the affected product engineering office.

3.8.6 If the label submitted by the supplier contains any advertising claims,
suitable corroborative testing data must also be furnished. Such claims
and data are encouraged.

3.9 MARKING

Containers and certons must be marked with a code indieating source and com-
pounding date of the material. Supplier must furnish this code to the affected
product engineering office. Container marking may be waived if approved in writing
by the affected product engineering office.

3.10 The test report data furnished by the supplier showing compliance with this
specification shall give the specific test methods followed and shall give specific
answers to generalized requirements.

3.11 Generally accepted test methods (American Society for Testing and Materials,
Society of Automotive Engineers and Ford Laboratory Test Methods are preferred)
and procedures should be followed where such methods are known, otherwise the
methods of evaluation should be explained in detail.

3.12  SUPPLIER'S RESPONSIBILITY

Material supplied to this specification must be equivalent to that originally
approved. Changes in formulation or proecessing shall not be made without prior
approval as described in Supplier Procedure I-A.

4. APPROVAL OF SUPPLIERS

Suppliers to this specification must be approved by the affected product engineering office.
Procedure for gaining approval of a specific material to a new/existing ES-M specification is
contained in Supplier Procedure I-A. Approved new suppliers will be added to the
Engineering Materials Approved Source List.

5. GENERAL INFORMATION
This data is for information only and is not a requirement.

5.1 Comparative performance data ratings utilizing the requirements outlined above,
comparing the proposed material(s) to presently marketed Ford Motor Compa:xz
products, are encouraged. Page _Z of 2
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