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ENGINEERING MATERIAL SPECIFICATION

Material Name

Specification Number

CLOTH, DUSTING ESR-M99H93-B

1. SCOPE

This specification defines the performance and product requirements for an automotive dusting and
polishing cloth. This specification is not intended to limit the product to any specific material or
material system, but rather defines the performance of the entire system.

2. APPLICATION

This specification was released originally for material used as a dusting and polishing cloth for
automotive exterior and interior surfaces.

3. REQUIREMENTS

Material specification requirements are to be used for initial qualification of materials.

3.1 QUALITY SYSTEM REQUIREMENTS
Material suppliers and part producers must conform to the Company's Quality System
Requirements.
3.2 GENERAL
3.21 The cloth shall be of such composition that meets all requirements described in
this specification. The material must be in a form that easily lends itself to use.
322 The cloth shall have an affinity for dust and shall effectively remove a major
portion of dust (not necessarily grimy dirt or soil) from automotive surfaces.
323 The cloth shall be uniform in texture, color, and construction.
3.24 The cloth shall be constructed well enough to survive repeated uses and it shall
still function after repeated washings and cleanings.
325 The cloth shall not leave a noticeable residue on any surface upon which it is
used.
3.26 The cloth may or may not be impregnated with wax or polish. If so, the wax or
polish shall be firmly impregnated into the cloth. The cloth shall not leave a
noticeable residue per 3.2.5. The wax or polish impregnate shall not have to be
wiped off with another cloth. The wax or polish impregnate shall not weaken the
cloth or affect its uniformity or texture in any way.
Date Action Revisions
. Rev para 3.2, 3.3, 3.5, 3.6, 3.7, 3.8 and 3.10, re-activated,
2002 0130 Activated updated & renumbered C. Kurz
1997 12 09 Inactivated
1974 10 21 Released CP022-739094
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3.27 The cloth shall not contain any chemicals or abrasives which will harm the
surfaces upon which it is used.

3.2.8 The cloth shall have no other detrimental effects on any of the surfaces upon
which it is used.

3.2.9 While the cloth is specified for use on automotive interior and exterior surfaces, it
should also be capable of being used in non-automotive applications (service
garage or household use) and shall perform comparably to commercially
available dusting cloths.

3.210  The cloth shall not be adversely affected by storage in a vehicle trunk or glove
box.

3.3 CHEMICAL AND PHYSICAL PROPERTIES

Specific chemical and physical properties are not specified herein, but an Engineering
Quality Control Supplement will be issued to cover each approved material. The selected
engineering approved source shall furnish appropriate chemical and physical properties
along with the production tolerance limits that apply to the material(s) upon which approval
was given. If requested, the agreed upon values and limits will be issued to Quality Control
by the affected product engineering office. These values will then be used by Quality
Control for ongoing quality verifications. The Quality Control Supplement is an integral
requirement of this specification. If more than one source supplies material to this
specification, a Quality Control Supplement will be issued for each specific approved
material.

34 ODOR
Not objectionable during use.
3.5 HEALTH AND SAFETY

Must be safe to use and must be formulated to prevent a health hazard to any person using
the product as directed. It must meet all federal, state, provincial, and local regulations for
packaging, handling and labeling.

3.6 STORAGE

Must be capable of storage without any detrimental effect for two years. Supplier shall
furnish all necessary information on types of material required for packaging and on the
storage life of the material in each of the product packages supplied. For any particular
size package or container for the product, the supplier shall furnish information on safe
storage practice and recommendations as to maximum and minimum ambient
temperatures and direct sun load conditions at which the product may be stored without
any adverse effect. |If the package is considered unsafe for storage in an automotive
vehicle, this information will be provided to the applicable Materials Engineering activity and
the package shall be labeled accordingly and the safe conditions specified.
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