ENGINEERING MATERIAL SPECIFICATION

Material Name Specification Number

MARKING COMPOUND, SPRAYABLE Ti02 (ANATASE) PIGMENTED, ESW-M99B111-B
NON-ABRASIVE

1. SCOPE

The material defined by this specification is a combination of pigment,
thickener, and emulsifier, which makes a suitable product for use as a
marking compound, and which can be sprayed onto the gears.

2. APPLICATION

This specification was released originally for material used to indicate
the tooth contact pattern and other gear set characteristics when a
Pinion and gear are rolled together in position on a gear test machine.
It is normally restricted to areas where the abrasive characteristics of
the compound are of primary consideration.

3. REQUIREMENTS

3.1  STATISTICAL PROCESS

Suppliers must conform to the requirements of Ford Quality System
Standard Q-101. A mutually acceptable Control Plan as described
therein is required for material/source approval. Appropriate
statistical tools must be used to analyze process/product data so
that variation in the final product is continuously reduced.

3.2 INFRARED SPECTROPHOTOMETRY AND/OR THERMAL ANALYSIS

Ford Motor Company, at its option, may conduct infrared and/or
thermal analysis of material/parts supplied to this specification.
The IR spectra and thermograms established for initial approval
shall constitute the reference standard and shall be kept on file
at the designated material laboratory. All samples shall produce
IR spectra and thermograms that correspond to the reference
standard when tested under the same conditions.

3.3 CONDITIONING AND TEST CONDITIONS

All test values indicated herein are based on material conditioned
in a controlled atmosphere of 23 +/- 2 C and 50 +/- 5 % relative
humidity for not less than 24 h prior to testing and tested under
the same conditions unless otherwise specified.
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ENGINEERING MATERIAL SPECIFICATION

3.4  CONSISTENCY

ESW-M99B111-B

The material shall be a homogeneous, milled product, free from
sediment. There shall be no hardening, stratification, or
separation during normal periods of storage. No oil is to be added
to dilute the grease to the penetration level required.

3.5 COMPOSITION

3.5.1 Titanium Dioxide (Anatase) 45 - 47
per ASTM D 476, Type I
(ASTM D 1394)

3.5.2 Calcium Base Grease 49 - 51 s
(ASTM D 128)

3.5.3 Non-Ionie Emulsifier 3-5%
(ASTM D 800)

3.6 PHYSICAL PROPERTIES

3.6.1 Penetration (unworked) 330 - 350
(ASTM D 217)

3.6.2 Ease of Removal

The material shall be as easily and completely removed in
existing washing equipment as presently approved materials.

3.6.3 Film Characteristics

The material shall not harden after application nor upon
standing for normal periods, to any degree whereby removal
is made difficult. The film shall not be corrosive to
steel surfaces.

3.7 SUPPLIER'S RESPONSIBILITY

All materials supplied to this specification must be equivalent in
all characteristics to the material upon which approval was
originally granted.

Prior to making any change in the properties, composition,
construction, color, processing or labeling of the material
originally approved under this specification, whether or not such
changes affect the material's ability to meet the specification
requirements, the Supplier shall notify Purchasing, Toxicology and
the affected Materials Engineering activity of the proposed changes
and obtain the written approval of the Materials Engineering
activity. Test data, test samples and a new code identification
are to be submitted with the request.
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