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1. SCOPE:

1.1 INCLUDED TYPES:
1.1.1 Cords and cables specified in this standard shall be UL Listed
or Recognized (or equivalent OSHA NRTL, agency certified) for
use in the USA, and/or CSA Certified for use in Canada and
shall be the mark of these agencies. They shall be suitable for
"extra hard usage" as specified in the National Electrical Code
(NEC), Table 400-4. These cords and cables shall also be

water-, chemical- and 0il- resistant types, and rated 600 Vac
as follows:

| A. Type STOO portable cord.

| B. Types SOW-A, SOOW-A portable cords.

C. Portable power cable, similar in construction to type G,
having three power conductors and three grounding wires
(which combined equal the cross-sectional area of a power
conductor) laid between the conductors. Insulation and
jacket material shall be equivalent or better performance
to types indicated in A or B above.

1.1.2 Unless otherwise specified, cord and cable shall be round.

1.2 NORMATIVE REFERENCES:

1.2.1 | Cord and cable described in this standard shall also meet
| applicable requirements outlined in the latest editions of the
| following standards:

| A. ANSI/NFPA 70, "National Electrical Code" (NEC)

i B. ANSI/UL 62, "Flexible Cord and Fixture Wire" (Specific
| : requirements type STO cord are listed in Table 3.14.)

I ANSI/UL 82, "Thermoplastic - Insulated Wires and Cables".

| ANSI/UL 1581, "Electrical Wires, Cables, and Flexible
! Cords, Reference Standard for,".

| C. 1ICEA S-61-402, "Thermoplastic Insulated Wire and Cable",
] (Same as NEMA WC-5).

] D. CSA C22.2 No. 49, "Flexible Cords and Cables”.
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2. APPLICATION:

| GENERAL: Cord and cable shall be suitable for heavy duty industrial
| service where continuous exposure to fluids, such as water, oil,

| grease, coolants and solvents, is encountered at temperatures up to
| 60 deg. C (140 deg. F); Shall also be suitable for other uses from

| -35 deg. C to at least 90 deg. C.

| CORD: Types STOO, SOW-A, and SOOW-A portable cords shall be

| suitable for wiring control devices on industrial equipment, such as
| limit and pressure switches, solenoid valves, and similar apparatus
| operated at mominal 115 Vac. The cord is also specified for

| extension cords and lamps and related services (see Standard EW2).

2.3 | POWER CABLE: Power cable shall be used for wiring to motors and
| other apparatus operated at 240 and 480 Vac. The cable shall be
| available in conductor sizes AWG #14 thru #2.

3. REQUIREMENTS :
3.1 INSULATION AND JACKET MATERIALS:

The conductor insulation and the jacket shall consist of
thermoplastic or thermoset material having water-, chemical-
and oil- resistant properties. The jacket material shall comply
with all requirements for Class II material as specified in UL
62. Rubber and rubber compounds are not acceptable for
insulation or jacket materials.

— - ——— —

3.1.2 | Individual conductor insulation shall comply with UL 62 for
| Extra Hard Service Cords. The thickness shall not be less than
| specified in NEC Table 400-4.

3.2 COLOR:

] The insulation on each conductor of portable cord shall be

| permanently colored per the Control Cable Conductor Color Code,
| Method 1 -- Table K-1, and the color shall extend throughout

| the length and thickness of the material as follows:

I Three-Conductor - One each black, white, and green.

j Five-Conductor - One each black, white, red, orange, and
| green,

| The green insulation may include yellow tracer stripe(s).
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