Gord fYglor Gompany,

FORD LABORATORY TEST METHOD AJ 006-03

DETERMINATION OF BARIUM SOAP CONTENT IN GREASES

Application

This procedure is used to determine the barium soap content in a grease by separating the petroleum
ether insoluble components.

Apparatus Required
Balance
Sensitivity of 0.1 g. VWR Catalog No. 11350-263 or equivalent.

Beaker
1000 mL VWR Catalog No. 13922-142 or equivalent.

Beaker
300 mL (tall form) VWR Catalog No. 13922-062 or equivalent.

Round Bottom Flask
1000 mL ¥ 24/40 VWR Catalog No. 29122-123 or equivalent.

Soxhlet Extraction Apparatus
Large; top ® 55/50; bottom ® 24/40 VWR Catalog No. (TBD) or equivalent.

Extraction Condenser
Large & 55/50 VWR Catalog No. (TBD) or equivalent.

Glass-Col Heater
To fit 1000 mL round bottom flask VWR Catalog No. (TBD) or equivalent.

Graduated Cylinder
500 mL VWR Catalog No. 24710-180 or equivalent.

Magnetic Stirrer
VWR Catalog No. 58941-004 or equivalent.

Oven
Capable of maintaining 70 +/- 3 °C VWR Catalog No. 52347-463 or equivalent.
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Steam Bath
VWR Catalog No. 13546-007 or equivalent.

Weighing Bottle
VWR Catalog No. 16713-182 or equivalent.

Whatman Extraction Thimble
25 x 80 mm VWR Catalog No. 27730-081 or equivalent.

Boiling Chips
"Boileezers" B-365 or equivalent.

Source: Fisher Scientific Co.
Infrared Spectrophotometer

Emission Spectrograph

Materials Required

Petroleum Ether
Reagent grade. Caution: Extremely flammable - refer to Fire Control Bulletin No. 18. Refer to
Industrial Hygiene for health and safety precautions.

Filter Paper
Fluted Whatman No. 42 ashless filter paper. VWR Catalog No. 28480-060 or equivalent.
Conditioning and Test Conditions
All test values indicated herein are based on material conditioned in a controlled atmosphere of 23 +/-

2 °C and 50 +/- 5 % relative humidity for not less than 24 h prior to testing and tested under the same
conditions unless otherwise specified.

Procedure
1. Dry an extraction thimble containing a fluted Whatman No. 42 ashless filter paper in an oven at
70 +/- 3 °C for 30 minutes.
2. After cooling to ambient in a desiccator, determine the weight of the thimble and filter paper by

difference using a tared weighing bottle.

Weight of thimble and filter paper = A.
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