Gord fYglor Gompany,

FORD LABORATORY TEST METHOD EU AJ 005-01

DETERMINATION OF MOLYBDENUM DISULPHIDE IN GREASES

Application
This procedure is used to determine the molybdenum disulphide content of greases. The method is also

applicable to molybdenum disulphide - polyethylene filled greases since this plastic dissolves in
chlorinated solvents.

Apparatus and Reagents Required

Analytical Balance
Accuracy +/- 0.1 mg

Mechanical Convection Oven
Capable of maintaining temperatures up to 105 +/- 2 C.

Muffle Furnace
Capable of maintaining temperatures up to 520 +/- 5 C.

Hood and Hot Plate
Water Bath

Desiccator
With drying agent (e.g. calcium chloride)

Seitz Filter
Size F, Type K 5 or other suitable filter.

Gooch Crucible
With fine asbestos mat.

Filter Paper
Whatman No. 41 H or similar.

Cruicibles with Lid
Nickel and porcelain.

Date Action Revisions
2000 08 07 Editorial — no technical change A. Cockman
1997 12 01
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Erlenmeyer Flasks
150 mL capacity.

Hydrogen Sulphide
Kipps apparatus or equivalent incorporating a gas take off line and valve.

Trichlorobenzene
Technical grade.

Alcohol
Denatured.

Benzol

Sodium Hydroxide
5 normal.

Dilute Sulphuric Acid

50 % (v - V)

1% (v-V)

Conditioning and Test Conditions
All test values indicated herein are based on material conditioned in a controlled atmosphere of 23 +/-
2 °C and 50 +/- 5 % relative humidity for not less than 24 h prior to testing and tested under the same
conditions unless otherwise specified.
Procedure

Procedure A - Molybdenum Disulphide Present Only as Filler

1. Weigh out approx 5 g of grease into a tared 250 mL beaker.

2. Add 100 mL of trichlorobenzene and bring to a slow boil on a hot plate under a hood. Maintain
slow boiling until grease (exclusive of MoS; or other fillers) has completely dissolved.

3. Filter sample through a tared Seitz filter, maintaining the filter apparatus at approx 80 C or
higher by means of a water jacket heater, or equivalent, around the filter.

4, Wash flask and filter several times with hot trichlorobenzene, followed by several washes with
benzol. Remove filter pad with MoS, and, if no other filler is present, dry in an oven at 105 +/-
2 °C for 30 minutes.

5. Cool in a desiccator and weigh.
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