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1. SCOPE: The material desired under this Standard is made of selected
coal tar pitch and solvents. '

2.  APPLICATION: This material is gererally used for coating water tank
interiors in which it is essential to minimize taste or odor
contamination of air and water.

3. REQUIREMENTS:

3.1 TASTE AND ODOR:
No appreciable taste or odor, of potable water contained.

3.2 NON-VOLATILE:’
50.0% max
‘(Ford Laboratory Test Method BI 2-1)

3.3 FLASH POINT:
70 F min
(ASTM D-92)

3.4 ASH:
1.0 max
(ASTM D-271)

3.5 WEIGHT:
80F
9.5 1b/gal min

3.6 HIDING:

The material shall have complete visual hiding when brushed to a
one mil thickness, as determined by shop (in-plant) trial.

3.7 SHELF STABILITY:

There shall be no hard settling, skinning, or jelling after aging
a one-half full pint can for 10 days at room temperature.

3.8 DRYING:

The material shall dry tack free at a film thickness of
0.001 - 0.0015 inches within 2 hours without running or sagging.

Note: If multiple coats are applied, a minimum of 12 hours drying
time between coats is required.

3.9 APPLICATION CHARACTERISTICS:
The material shall show easy brushing, good flowing and spreading,

along with good leveling properties, as determined by shop
in-plant) trial.
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3.10 RESISTANCE TO WEATHERING:

When exposed unprotected in the Miami area of the State of Florida
for one year, this material shall show a minimum of checking or less
of adhesion. The panels must be completely free from evidences of
cracking, checking, blistering and peeling.

.11 FREEZE-THAW STABILITY:
A sample of this material after storage for 168 hours at +/- 5%
and then held at room temperature for 16 hours shall be stirred to
a smooth consistency with a minimum of effort. A brushed out film
shall be equal in appearance and working properties to a brushed
film of the same material not subjected to the freeze-thaw test.

4. STANDARD PARAGRAPHS: The foilowing Standard Paragraphs as defined in °
Manufacturing Standard MGX are herewith made a part of this Standard:
P1, P2, P3, R1, RI1.
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