Ca~" o &5 e o ,
%WWM Compurny,

NON-PRODUCTION MATERIAL SPECIFICATION

Material Name Specification Number
FLOORING - WOOD BLOCK - CREOSOTED M11G8-A
1. SCOPE

This Standard establishes the minimum requirements for end-grain creosoted wood block flooring for
interior use only.

2. APPLICATION

These blocks are used for repairing existing wood block floors, end where designated in new plant
facilities. Wood blocks are not to be installed in heat treat, plating, pickling or furnace areas.

3. REQUIREMENTS
3.1 MATERIAL

The wood blocks shall be manufactured from sound Southern Yellow Pine, meeting the
requirements of the Southemn Pine Association Specifications of 1948, paragraph 248, for
medium grain lumber, so that the blocks provided and laid on the floor shall average not less
than four rings per inch when measured over the third, fourth and fifth inches from the center of
the pith, it being understood that the average thus determined shall be the average of the
aggregate of all blocks furmished. Wood blocks with two annular rings per inch and less when
measured over the third, fourth, and fifth inches from the center of the pith shall not be
acceptable.

Wood shall be thoroughly air seasoned before processing.

Blocks shall be well manufactured, square edges, free from knots containing decay, loose
knots, knot holes, shakes, through splits and advanced decay.

3.2 SIZE AND SHAPE

The size and shape of the blocks shall be as specified on the purchase order. Variations of
1/8" in width and 1/16" in depth of blocks will be allowed.

Blocks shall be rectangular with clipped corners, lugs or V grooves.
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3.3 CREOSOTE TREATMENT

Blocks shall be treated in air tight cylinders in accordance with Lowry or Reuping empty cell
process with Creosote Qil, leaving in the blocks at the end of the treatment not less than 6
pounds of water-free creosote oil per cubic foot of wood. The gross absorption of oil during the
process of treatment shall be sufficient to insure thorough impregnation. Treatment shall
conform to American Wood Preservers' Association Specifications and A.S.T.M. Designation
D-1031-59.

All blocks, after treatment, shall show satisfactory penetration of the creosote and in all cases
the oil must diffused throughout the sapwood.

The surfaces of the blocks, after treatment, shall be free from deposits of objectionable
substances, and all blocks that have been materially warped, checked or otherwise injured in
the process of treatment shall be rejected.

4. STANDARD PARAGRAPHS

The following Standard Paragraphs as defined in Manufacturing Standard MGX are herewith made a
part of this Standard: C1, P1, P2, P3, R3, R4.
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