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FOUNDRY (COKE

1. SCOPE: The material desired under this standard is foundry coks.

2. APPLICATION: The coke is used as a part of the charge in cupolas for producing
RIgh grade irom.

3. REQUTREMENTS:

o1 i The cokes shall be well acreensd and shall not contain slate, ashes,
green » or foreign matter, and must be sound and uniform.

3.2 w%h (Dry Basia;z Pixed Carton 914 min
™ D 317 ASTM D 31 Ash 8% max

Volatile Matter 2% max
Sulfur .70 max
3.3 Sieve Analymis é.u Unloaded) : Sieve Size Accumulated
ASTM D 293 Modified Inches Minimuma
9 None
é 25%
p) bS53
b 75%
3 90%
2 95%
.4+ Shatter Teat; o4f min retained on 2" (50 mm) sieve (any single sample).
™ D 30
3.3 % 's Raguibili}z: All materials supplied tc this standard must
be in characteristics to thes material upon which approval was

originally granted, and shall be suitable for the intended application. Changes
in composition shall not be made witbout approval of Manufacturing Engineering
and Systems 0ffice, Manufacturing Staff.

3.6 ldentification: Materials supplied to this standard shall be identified
with the "M"-mumber printed on the side as well as the top of the containers in
letters at least 2® (50 mm) high in a contrasting color to that of the container.
Container marking ashall be in accordance with Manufacturing Standard ZF-10 and
conform to all Fedaral, State, and local container contents labeling regulations
vhich are in effect both in the area of shimment and use.

I, AFPPROVAL OF NEW SUPPLIERS: Materisls sumitted by new mamufacturers to this
standard must have Industrial Hygienme, Enviromental Engineering, Laboratery and
Shop Trial approvals. Suppliers are required to complete and submit the Material
Health and Safety Data Sheet (Form 1291) and the Envirormental Data Sheet (Form
68-100) prior to Shop Trial,
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Recommendations for the addition of new manufactureras to the Manufacturing
Approved Source List (ASL) must be made in writing to the responsible Manufacturing
Staff Office by the appropriate divisional standards activity in accordance with
Manufacturing Procedure IId1.

. ENVIRONMENTAL CONTROL: Use of any material approved to this standard must
com with the as established in the envirommental review of the
material as they appear in the Materials and Toxicology (MATS) System.

* 6. HEALTE AND SAFETY: Use of any material approved to this standard must comply
with the guidelines given under the Toxicological (TOX) reviev of the material as
indicated in the MATS system. '
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