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1. SCOPE: The material defined by this Standard is a non-pigmented,
special purpose, chlorinated drawing compound containing anti-mist
additives.

2. APPLICATION: This material is generally used in deep drawing and/or

difficult drawing operations in the manufacture of carburetor air
cleaner trays, heater blower funnels and fuel tanks.

3. REQUIREMENTS :

3.1 VISCOSITY AT 210 F: 275 SUS max
(ASTM D 445 and D2161) (59.0 eSt max)

3.2 FLASH POINT: 450 F (232 C) min
(ASTM D 92)

3.3 FIRE POINT: 310 F (266 C) min
(ASTM D 92)

3.4 POUR POINT: 40 F (4.4 C) max
(ASTM D 97)

3.5 SULFUR: 1.0% max
(ASTM D 129)

3.6 CHLORINE: 6.0% min
(ASTM D 808)

3.7 EMULSIFIERS: 7.5% min
(ASTM D 500)

3.8 PERFORMANCE REQUIREMENTS:

3.8.1 ANTI-MIST: The material shall. contain the necessary additives

to suppress misting when the waterial is applied with spray
type equipment, as determined by shop trial.

3.8.2 CORROSION: The material as received or reduced and when
properly applied shall not occasion corrosion of panels during
normal indoor storage, nor cause corrosion to equipment while
in use, as determined by shop trial.

3.8.3 CLEANING: The material shall be readily removed with a mild
alkaline solution or an emulsion cleaner after a storage
period of 60 days, as determined by shop trial.
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3.8.4 WELDABILITY: The material as received or mixed and when

properly applied and after a minimum storage period of 60 days
shall not adversely affect resistance welding, as derermined
by shop trial.

4. STANDARD PARAGRAPHS: The following standard paragraphs as defined in
Manufacturing Standard MBX are herewith made a part of this standard:
A2, Cl, C2 (imitial approwal only), P1, P2, P3, R1, R2.

5. GENERAL INFORMATION:

5.1 COMPOSITION: The material is composed of emulsifiers, chlorinated
compounds and anti-mist additives in a petroleum base. The specifics
of composition are left to the supplier providing performance
requirements are met. .
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