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NON-PRODUCTION MATERIAL SPECIFICATION

Material Name Specification Number
LUBRICANT - COLD EXTRUSION - BLENDED M14B75-A(H)
1. SCOPE

The material defined by this standard is a blend of chlorinated paraffin, fatty matter, and mineral oil.
2. APPLICATION

The material is generally used in conjunction with a molybdenum disulfide containing oil to serve as
a lubricant in cold-heading.

3. REQUIREMENTS

3.1 VISCOSITY
(ASTM D 445 and ASTM D 2161

at 38 °C (100F) 86.2-90.6 cSt (400-420 SUS)
at 99 °C (210F) 9.7-12.4 cSt (58-68 SUS)

3.2  SOLIDS (24 hrs at 104°C (220 °F)) 65% min
GRAVITY OVEN

3.3  FLASH POINT 149 °C (300F) min
(ASTM D 92)

3.4  FIRE POINT 160 °C (320F) min
(ASTM D 92)

3.5  SPECIFIC GRAVITY at 16 °C (60 °F) .990-1.00

(ASTM D 1298)

3.6 CORROSION TEST Must Pass
(Ford Laboratory Test Method BT 2-1)

3.7 POUR POINT -1 °C (+30 °F) max
(ASTM D 97)
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4. STANDARD PARAGRAPHS

The following standard paragraphs as defined in Manufacturing Standard MBX are herewith made a
part of this standard: A5, C1, P1, P2, P3, R1, R2.

5. GENERAL INFORMATION:
5.1 CHEMICAL COMPOSITION

Material exhibiting the following chemistry has been shown to perform satisfactorily in

service.
Chlorine (ASTM D 808) 10-20%
Sulfur (ASTM D 129) 2.55.0%
Recovered Saponifiables (ASTM D 128) 20-25%
Non-Saponifiables (ASTM D 128) 40-50%
Water (KFR) 0.1% max
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