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1. SCOPE: The material defined by this standard is a sodium borate dry
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draw compound.

APPLICATION: The material, when used at recommended concentration with

water, is applied by dipping. After the film is thoroughly dry, it is

.1

used in reducing tubes D9AW-4007, D9AW-4016-DB, EOBW-4007-BA, and
EOBW-4016-AA, or other metal forming operations of similar severity.

REQUIREMENTS:

AS RECEIVED FORM AND APPEARANCE: Free Flowing, White, Fine
Granular to Powder Form

SURFACE TENSION: 1% Scolution, dyne/cm: 34 max
(ASTM D 1331)

NON-VOLATILE MATTER: % Weight: 83 min
(Test Method 10g/24 hrs at 105C)

CORROSION (1% SOLUTION):
(FLTM BT2-1)

Steel Panels No Rust
Cast Iron Chips No Rust

CHEMICAL ANALYSIS:

SILICATES AS SI02 (% WEIGHT): 0.6 max
(FLTM AK 112-01)

BORATES AS B203 (% WEIGHT): 37.0 min
(FLTM AK 111-01)

INFRARED ANALYSIS: The infrared "fingerprint" of the gualification
lot/batch of material of by one supplier shall be obtained and
subsequent lots/batches delivered by that supplier must accord with
that upon which approval was originally granted. (Note: It is the
intent of this paragraph to provide a means of ongoing control, but
IR testing of each batch/lot is not mandated.)

pH: As reduced for use at a nominal 11.0/15.0 oz/gal (5.2 g/L): 6-9
(ASTM E 70)

PERFORMANCE: The material when used at recommended concentration
(see 3.7) shall be suitable for drawing steel production parts, as
verified by shop trial.

Must not promote scoring of parts or dies, as verified by shop
trial.
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3.8.2 Material removal from parts not required.

3.8.3 The dry film on the part shall not adversely affect the

weldability of steel parts, as verified by shop trial.

3.8.4 . Must exhibit no excessive smoking of fumes during welding,
as verified by shop trial.

4. STANDARD PARAGRAPHS: The following Standard Paragraphs as defined in
Menufacturing Standard MBX are herewith made a part of this Standard:
Cl, p1, P2, P3, R1, R2.
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