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1. SCOPE: This standard establishes the chemical, physical and functional
properties of a blended organic purge solvent. )

2. APPLICATION: This thimmer is intended to be used for purging paint
lines during color changing in automatic color spray systems.

3. REQUIREMENTS:

3.1 SPECIFIC GRAVITY: at 60 F 0.850-0.865
(ASTM D 891, Method C)

Pounds per gallom - 7.10-7.20 (ref.)
(FLIM BI 2-2)
3.2 COLOR: Water White - If any contamination is noted, do a

dirt-in-solvent determination as prescribed by B&A Paint Operations
Dirt-In-Paint Test Methods. Visual acceptance standards are
available at B&A Paint Operationms.

3.3 FLASH POINT: 15.6 C min (60 F)
(ASTM D 56)
3.4 DISTILLATION RANGE: C .
(ASTM D 86)
IBP 100 - 125
10% 125 - 135
sos - 130 - 145
30% 140 - 160
90% , 160 - 180
Dry Point (max) 215
3.5 . NON-VOLATILE: 0.2% max
(ASTM D 268)
3.6 HYDROCARBON:: 50% max

Test Method: Mix with an equal volume of 80% sulphuric acid and
cool to room temperature. The undissolved supernatant layer is
measured and considered to be hydrocarbonms.

3.7 PERFORMANCE: The test thinner shall demonstrate equivalent
effective cleaning performance without any compatibility problems
with any materials used in the spray booth. It shall not rust black -
iron pipe or equipment parts. Threaded pipe must be rust free after
soaking 30 days. :
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3.8 CONDUCTIVITY: 1 megohm min
(ASTM D 3114)
3.9 WATER, & BY WEIGHT: 0.3s
’ (ASTM E 203)
3.10 APPEARANCE: Material, as received, shail be free from visually

realized particulate matter and shall not contribute particular
contamination in paint systems. A dirt-in-solvent test shall be
made on all material as prescribed by B&A Paint Operatioms
Dirt-In-Paint Test Methods.

4. STANDARD PARAGRAPHS: The following standard paragraphs; as defined in
‘Manufacturing Standard MJX, are herewith made 'a part of this standard:
A3, A5, Cl, C2 (initial approval omnly), P1, P2, P3, R1, R2.
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