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SOLYENT CLEANER - PAINT OVERSPRAY

1. SCOPE: The material defined by this standard is a blend of solvents suitable
Tor cleaning paint overspray from a vehicle's exterior painted surfaces in a paint
spraybooth. Do not use outside the spraybooth.

2. APPLICATION: This material is used in tutone/repair paint spraybooths to
remove paint overspray. Overspray feels coarse and dulls the appearance of the
vehicle's paint finish if not removed before the unit is baked. A soft lint-free
cloth dampened with the cleaner is used to wipe off the overspray. Immediately
after, the area is wiped with a soft lint-free rag to prevent streaks.

3. REQUIREMENTS:
3.1 Chemical Composition: The cleaner shall contain volatile solvents
only. typically, it may consist of a ketone and aliphatic and aromatic
hydrocarbons. It shall not contain prohibited materials as defined in
paragraph A-3 of Ford Manufacturing Standards. '

3.2 specific Gravity at 15.6° C (60° F): 0.750 - 0.775
(ASTM D 1298)

3.3 Appearance: Clear, no haze or precipitate or suspended matter.
{(Visual}

3.4 Color: Water White
(Visual)

3.5  Flash Point: =9° ¢ (16° F) min
(aSTM D 567

3.6 Distillation Range ° C:
{ASTM D 36)

18P 80 min
10% 90-100

25% 100-120
50% 115-130

75% 120-135

90% 125-145

Ory Point 150 max

3.7 Non Volatile: 0.1% max
ASTM D 268)

3.8 Qdor: The material shall exhibit no offensive odor.

(ASTM D 1296-Th4)

3.9 ‘Performance: The cleaner shall remove paint overspray without leaving
a hazy f1Im or streaks, cause dulling or attack the paint finish. A final dry
wipe with a clean soft lint free rag maybe necessary to complietely eliminate

streaks. The control solvent shall be the solvent originally approved to this

standard.
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Test solvents shall demonstrate equivalent performance to the control solvent.

3.10 Suppliers Responsibility: All materials supplied to this standard must
be equivaﬁeni in all cﬁaracteristics to the material upon which approval was
originally granted and shall be suitable for the intended application. Changes

on composition shall not be made without approval of the responsible staff
office in accordance with Manufacturing Procedure II.d.1.

3.11 Identification: Materials supplied to this standard shall be
Tdentiftied with the "M" number printed on the side as well as the top of the
containers in letters at least 2" (50 mm) high in contrasting color to that of
the container. Container marking shall be accordance with Manufacturing
Standard ZF-10 and conform to all Federal, State and local container contents
labeling regulations which are in effect both in the area of shipment and use.

4. Agsroval of New Sugglier: Materials submitted by new manufacturers to this
standard must have regulatory clearance, laboratory and shop trial approvals.
Suppliers are required to complete and submit the material Health, Safety and
Environmental Data Sheet (Form 1291A) prior to shop trial.

Recommendations for the addition of new manufacturers to the Manufacturing Approved
Source list (ASL) must be made in writing to the responsible staff office by the
appropriate divisional standards activity in accordance with Manufacturing Procedure
11d.1.

Instrumental Analysis: As defined in Manufacturing Standards Code C1, C2, and (3,
Ford Motor Company may conduct instrumental analysis on the material initially
qualified to this standard. Such records are established for initial material
qualification and reference standards for the material of a given supplier.

5. Environmental Control: Use of any material approved to this standard must
comply with the guidelines as established in the Environmental Review of the
material. as they appear in the Material and Toxicology System (MATS).

6. Health and Safety : Use of any material approved to this standard must comply
with the guidelines given under the Toxicological (TOX) review of the material as
indicated in the MATS system.

7. General Information: Material must be used only within the tutone spraybooth
with booth ventilation fully operative. ‘
. Employe must wear impervious gloves

Chemical splash goggles

. Soiled cleaning cloth must be contained within closed container after
use. '

Warning - Flammable
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